2 PENTAIR

MASTERTEMP™ 125 POOL AND SPA EURO
INSTALLATION AND USER'S GUIDE

AWARNING| FOR YOUR SAFETY - READ BEFORE OPERATING
If you do not follow these instructions exactly, a fire or explosion may result, causing
property damage, personal injury or loss of life. For additional free copies of this
manual; call USA (800) 831-7133

FOR YOUR SAFETY - This product must be installed and serviced by authorized personnel, qualified in pool/spa
heater installation. Improper installation and/or operation can create carbon monoxide gas and flue gases which can
cause serious injury, property damage, or death. For indoor installations, as an additional measure of safety, Pentair
Aquatic Systems strongly recommends installation of suitable Carbon Monoxide Detectors in the vicinity of this
appliance and in any adjacent occupied spaces. Improper installation and/or operation will void the warranty.

Models Natural Gas Prtgaane Gas COUNTRY OF DESTINATION:
(240 VAC) (G20, G25) | (G31) GB, BE, FR, DE

MT125, EURO 461078 461079

MT125HD, EURO | 460902 460903
o
-

OWNER:
; ; ; Retain For
Improper installation, adjustment,
AWARNING alteration, service or maintenance Ref:#et:;

can cause property damage, personal injury or death.
Installation and service must be performed by a qualified
installer, service agency or the gas supplier.

[ NOxCLASS5 |

A WARNING| FORYOUR SAFETY

e |f you do not follow these instructions exactly, a fire or explosion may result, causing property damage,
personal injury or loss of life.

e Improper installation, adjustment, alteration, service or maintenance can cause property damage, personal
injury or death. Installation and service must be performed by a qualified installer, service agency or the
gas supplier.

* Do not place articles or against this appliance.

¢ Do not use or store flammable materials near this appliance.

e Do not spray aerosols in the vicinity of this appliance while it is in operation.

WHAT TO DO IF YOU SMELL GAS
» Do not try to light any appliance.

FOR » Do not touch any electrical switch; do not use any phone in your building.
* Immediately call your gas supplier from a neighbor’s phone.
YOU R Follow the gas supplier’s instructions.

e If you cannot reach your gas supplier, call the fire department.
SAFETY d VOUT 955 SUPP i

DO NOT store or use gasoline or other flammable vapors and liquids in the vicinity
of this or other appliances.

Pentair Water Pool and Spa, Inc. EMEA — Head Office: Industriepark, Wolfstee, Toekomstlaan 30, 2200 Herentals - Belgium.

Pentair Water Pool and Spa, Inc. USA - 1620 Hawkins Ave., Sanford, NC 27330, USA ¢ (919) 566-8000 ¢ (800) 831-7133 —
10951 W. Los Angeles Ave., Moorpark, CA 93021, USA * (805) 553-5000 ¢ (800) 831-7133

www. pentaireurope.com - www.pentairwater.com.au - www.pentairpool.com - www.staritepool.com




i | Technical Data

Technical Data

GAS SUPPLY PRESSURE:
TYPE OF APPLIANCE:
COUNTRY OF DESTINATION:

PENTAIR MASTERTEMP™ ,‘!
’:b POOL AND SPA HEATER
General Specifications

GAS TYPE: FOR YOUR SAFETY

GAS GROUP: Do not store or use gasoline or other

flammable vapors and liquids in the
vicinity of this or any other appliance.

A\ WARNING!
READ THE TECHNICAL INSTRUCTIONS BEFORE INSTALLING THIS APPLIANCE.
READ THE INSTALLATION AND USER’S GUIDE BEFORE LIGHTING THIS APPLIANCE.

© 2016 Pentair Water Pool and Spa, Inc. 1620 Hawkins Ave., Sanford, NC 27330 USA

3 PENTAIR

MASTERTEMP™ POOL HEATER

DESIGN AND MANFACTURED BY PENTAIR WATER POOL AND SPA, INC.

(€

TYPE G23

MODEL NO.

SERIAL NO.
GAS SUPPLY PRESSURE:

G20:____ mbar, G25:_____ mbar
G31:__ mbar

TEST POINT PRESSURE mbar
MAX. WORKING PRESSURE ____ 3.45 mbar
APPLIANCE CATEGORY 2H, 3P, 2E+, 2N, 2ES, 2EI, 2ELL
COUNTRY OF DESTINATION ___GB, BE, DE, FR.
YEAR OF MANUFACTURE

ELECTRICAL RATINGS:

VOLTS: v
HERTZ: Hz
AMPS: 12A

WITH LOCAL ELECTRICAL CODES.

THIS HEATER IS EQUIPPEDTOBURN ___ GAS

INPUT RATE kw
ORIFICE SIZE mm
OUTPUT kW
ALTITUDE 2000 m

MINIMUM CLEARANCE FROM COMBUSTIBLE
CONSTRUCTED 15 CM REAR, 15 CM TOP

DO NOT INSTALL THIS HEATER UNDER AN OVERHANG
LESS THAN 1 METER FROM THE TOP. THE AREA UNDER
THE OVERHANG MUST BE OPEN ON THREE (3) SIDES.

REFER TO THE OPERATING INSTRUCTIONS FOR
APPROVED WATER TREATMENT.

APPROVED FOR INDOOR AND OUTDOOR INSTALLATIONS ELECTRICAL COMPLIANCE: IN ACCORDANCE

THIS APPLIANCE MUST BE INSTALLED IN ACCORDANCE WITH THE EUROPEAN STANDARD INSTALLATION
CODES, AND WITH THE REQUIREMENTS OF THE AUTHORITY HAVING JURISDICTION.
Pentair Water Pool and Spa, Inc. 1620 Hawkins Ave., Sanford, NC 27330 USA

Label P/N

P/N 475106 Rev.D 2/2017

MasterTemp Pool and Spa Heater Installation and User’s Guide
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iii | Heater Identification Information

Heater Identification Information (HIN)

To identify the heater, see the data rating plate on the inner front panel of the heater. There are two designators for
each heater, one is the Model Number and the other is the Heater Identification Number (HIN).

Heater Identification Number (HIN)
The following example simplifies the identification system:
1) MT : MasterTemp
2) Model Size : (125) : Input rating (Gross BTU/hr)
3) Fuel Type : (LP = Propane gas or NA = Natural gas)
4) Construction : (STD = Standard Model)

H. I. N.
HEATER IDENTIFICATION NUMBER
ID DESIGNATOR FOR PENTAIR AQUATIC SYSTEMS MASTERTEMP®125 HEATER

Example:
1 2 3 4
= o]

{ CONSTRUCTION = STD = STANDARD MODEL |

NA = NATURAL GAS
LP = PROPANE GAS

FUEL TYPE =

{ MODEL SIZE = BTU GROSS INPUT in 1000 of BTU / HR |

[T = MasTERTEMP |

Heater Data Rating Plate

The heater data rating plate is located on the inner front panel of the heater. To access the data rating plate, unbolt and
remove the side door access panel as shown below.

Heater Data Rating Plate Location

Top Panel

Door Acess Panel
L)

g

NS

Door Acess Panel
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@PENTAIR MASTERTEMP™ POOL HEATER ~
DESIGN AND MANFACTURED BY PENTAIR WATER POOL AND SPA, INC.  TYPE G23
MODEL NO. THIS HEATER IS EQUIPPEDTOBURN ___ GAS
SERIAL NO. INPUT RATE kW
GAS SUPPLY PRESSURE: ORIFICE SIZE mm
:_ mbar, :_ mbar
G20 , G25 OUTPUT kW
i mbar
G31 ALTITUDE 2000 m

TEST POINT PRESSURE mbar
MAX. WORKING PRESSURE 345mbar | MINIMUM CLEARANCE FROM COMBUSTIBLE
APPLIANCE CATEGORY 28, 30,26+, 21,26, 2L JELL | CONSTRUCTED 15 CM REAR, 15 CM TOP

COUNTRY OF DESTINATION _GB,BE.DE.FR | 5 NoT INSTALL THIS HEATER UNDER AN OVERHANG

YEAR OF MANUFACTURE LESS THAN 1 METER FROM THE TOP. THE AREA UNDER
ELECTRICAL RATINGS: THE OVERHANG MUST BE OPEN ON THREE (3) SIDES.
VOLTS: v

HERTZ: Hz | REFER TO THE OPERATING INSTRUCTIONS FOR

AMPS: 12A | APPROVED WATER TREATMENT.

APPROVED FOR INDOOR AND OUTDOOR INSTALLATIONS ELECTRICAL COMPLIANCE: IN ACCORDANCE
WITH LOCAL ELECTRICAL CODES.

THIS APPLIANCE MUST BE INSTALLED IN ACCORDANCE WITH THE EUROPEAN STANDARD INSTALLATION
CODES, AND WITH THE REQUIREMENTS OF THE AUTHORITY HAVING JURISDICTION.

Pentair Water Pool and Spa, Inc. 1620 Hawkins Ave., Sanford, NC 27330 USA Label P/N

MasterTemp Pool and Spa Heater Installation and User’s Guide



Code Requirements / References | iv

CODE REQUIREMENTS / REFERENCES

Gas Safety (Installation and Use) Regulations, (as amended).

It is the law that all gas appliances are installed by a competent person (e.g. a CORGI registered operative) in accordance with Regulations.
Failure to install appliances correctly could lead to prosecution. The installation of the Heater MUST also be in accordance with the

current I.E.E.. Wiring Regulations, the European Building Standards, the Bye Laws of the Local Water Undertaking, any relevant
requirements of the Local Authority, and Health and Safety document No 635, “Electricity at Work Regulations”.

Detailed recommendations are contained in the following European Standard Codes of Practice.

AN
™
Installation must be in accordance with the code requirements: (ap]
—
¢ Manufacturer’s Installation Instructions e Local Electrical Regulations
* Local Gas Fitting Regulations e Any other statutory regulations
e Municipal Building Codes e EN 15502-1:2012 Gas fired heating
EN437:2003 + A1 (2009) Test Gases - Test boilers general requirements test.
pressures appliances categorizes. e BS 6644 :2011 Specifications for
e EN60335-2-102/A1 - Household and similar the installation and maintenance
electric appliances - Safety - 2- 2012 of gas fired hot water boilers
« BS 6891 Specification for installation of between 70Kw - 1.8 mW, (2nd.
low pressure gas pipe work. and 3rd. gas family).

e BS5482:1 Code of practice for domestic
butane and propane gas burning
installations. Building Regulationsl|
Part L1.

IMPORTANT NOTICE:

DO NOT directly connect any external control device to this appliance, unless noted in this Installation and User’s Guide or
recommended by the manufacturer. Any installed control device not recommended by the manufacturer could violate the
Gas Safety Regulations (the installation and use), the above described regulations and the appliance warranty.

The manufacturer’s notices DO NOT supersede any legal requirements.

MasterTemp Pool and Spa Heater Installation and User’s Guide
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| Code Requirements / References

CONSUMER INFORMATION AND SAFETY

THE MASTERTEMP HEATER IS CLASSIFIED AS A CLASS 5 LOW NOX BOILER.

AWARNING

Should overheating occur or the gas supply fail to shut off, turn off the manual gas control valve to the heater. Do not
use this heater if any part has been under water. Inmediately call a qualified service technician to inspect the heater

/AADANGER

CARBON MONOXIDE GAS IS DEADLY - Exhaust from this pool heater contains toxic levels of carbon monoxide, a dangerous,
poisonous gas you cannot see or smell.

AWARNING

The Consumer Product Safety Commission warns that carbon monoxide is an “invisible killer”. Carbon monoxide is a
colorless and odorless gas.

bl

A

Carbon monoxide is produced by burning fuel, including natural gas and propane.

Proper installation, operation and maintenance of fuel-burning appliances in the home is the most important factor in
reducing carbon monoxide poisoning.

Be sure that fuel burning appliances such as heaters are installed by professionals according to manufacturer’s instructions
and codes.

Always follow the manufacturer’s directions for safe operation.

Have the heating system (including vents) inspected and serviced annually by a trained service technician.

Examine vents regularly for improper connections, visible cracks, rust or stains.

Install battery-operated carbon monoxide alarms. The alarms should be certified to the requirements of the most recent
UL, CE, IAS, CSA and IAPMO standard for carbon monoxide alarms. Test carbon monoxide alarms regularly and
replace dead batteries.

/N WARNING

The Consumer Product Safety Commission warns that elevated water temperature can be hazardous. See below for
water temperature guidelines before setting temperature.

Spa or hot tub water temperatures should never exceed 40° C. A temperature of 37° C. is considered safe for a healthy
adult. Special caution is suggested for young children. Prolonged immersion in hot water can induce hyperthermia.
Drinking of alcoholic beverages before or during spa or hot tub use can cause drowsiness which could lead to
unconsciousness and subsequently result in drowning.

Pregnant women beware! Soaking in water above 37° C. can cause fetal damage during the first three months of pregnancy
(resulting in the birth of a brain-damaged or deformed child). Pregnant women should stick to the 37° C. maximum
rule.

Before entering the spa or hot tub, the user should check the water temperature with an accurate thermometer. Spa or
hot tub thermostats may error in regulating water temperatures by as much as -15° C.

Persons with a medical history of heart disease, circulatory problems, diabetes or blood pressure problems should obtain
their physician’s advice before using spas or hot tubs.

Persons taking medication which induce drowsiness, such as tranquilizers, antihistamines or anticoagulants should not
use spas or hot tubs.

MasterTemp Pool and Spa Heater Installation and User’s Guide
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WARNINGS AND SAFETY INSTRUCTIONS

The MasterTemp pool heaters are designed and manufactured to provide many years of safe and reliable service when
installed, operated and maintained according to the information in this manual. Throughout the manual, safety warnings and

cautions are identified
& DANGER —

& WARNING —

& WARNING —

by the “ /\" symbol. Be sure to read and comply with all of the warnings and cautions.

CARBON MONOXIDE GAS IS DEADLY
¢+ READ OWNERS MANUAL COMPLETELY BEFORE OPERATING.

THIS PRODUCT MUST BE INSTALLED AND SERVICED BY A PROFESSIONAL SERVICE
TECHNICIAN, QUALIFIED IN POOL HEATER INSTALLATION. Some jurisdictions require

that installers be licensed. Check with your local building authority about contractor licensing
requirements. Improper installation and/or operation could create carbon monoxide gas and flue
gases which could cause serious injury or death. Improper installation and/or operation will void the
warranty.

Exhaust from this pool heater contains carbon monoxide, a dangerous, poisonous gas you
cannot see or smell. Symptoms of carbon monoxide exposure or poisoning include dizziness,
headache, nausea, weakness, sleepiness, muscular twitching, vomiting and inability to think
clearly. IF YOU EXPERIENCE ANY OF THE ABOVE SYMPTOMS, IMMEDIATELY TURN OFF
THE POOL HEATER, LEAVE THE VICINITY OF THE POOL OR SPA AND GET INTO FRESH
AIR IMMEDIATELY. THE POOL HEATER MUST BE THOROUGHLY TESTED BY A GAS
PROFESSIONAL BEFORE RESUMING OPERATION.

EXCESSIVE CARBON MONOXIDE EXPOSURE CAN CAUSE BRAIN DAMAGE OR
DEATH.

Install this pool heater far from open windows, doors, vents and other openings, see page 16 for
minimum distances.

Pentair strongly recommends that all vents, pipes and exhaust systems be initially and periodically
tested for proper operation. This testing can be accomplished by using a hand-held carbon
monoxide meter and/or by consulting with a gas professional.

Pool heaters must be used in conjunction with carbon monoxide detectors installed near the pool
heater. The carbon monoxide detectors must be periodically inspected for proper operation so as
to insure continued safety. Broken or malfunctioning carbon monoxide detectors must be replaced
immediately.

This heater is equipped with an unconventional gas control valve that is factory set with
a manifold pressure of 1.1 + 0.5 mbar. Improper installation, adjustment, alteration, service or
maintenance can cause property damage, personal injury or loss of life. Installation or service must
be performed by a qualified installer, service agency or the gas supplier. If this control is replaced, it
must be replaced with an identical control.

Do not attempt to adjust the gas flow by adjusting the regulator setting.

Risk of fire or explosion from incorrect fuel use or faulty fuel conversion. Do not try to run a
heater set up for G20, G25 or G31 gas or vice versa. Only qualified service technicians should attempt
to convert heater from one fuel to the other. Do not attempt to alter the rated input or type of gas by
changing the orifice. If it is necessary to convert to a different type of gas, consult your Pentair dealer.
Serious malfunction of the burner can occur which may result in loss of life. Any additions, changes,
or conversions required in order for the appliance to satisfactorily meet the application needs must
be made by a Pentair dealer or other qualified agency using factory specified and approved parts.
The heater is available for use with G20, G25 or G31 gas only. It is not designed to operate with any
other fuels. Refer to the nameplate for the type of gas the heater is equipped to use.

¢ Use heater only with the fuel for which it is designed.

* If a fuel conversion is necessary, refer this work to a qualified service technician or gas supplier
before putting the heater into operation.
MasterTemp Pool and Spa Heater Installation and User’s Guide
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WARNINGS AND SAFETY INSTRUCTIONS (continued)

& WARNING — Risk of fire or explosion from flammable vapors. Do not store gasoline, cleaning fluids, varnishes,
paints, or other volatile flammable liquids near heater.

& WARNING — Risk of explosion if unit is installed near G31 gas storage. G31 gas is heavier than air. Consult
local codes and fire protection authorities about specific installation requirements and restrictions.
Locate the heater away from propane gas storage and filling equipment as specified by the Standard
for the Storage and Handling of G31 (latest edition).

& WARNING — Risk of fire. Do not place articles on, near or against the heater.

& WARNING — Risk of burn hazard. To reduce the risk of injury, do not touch the side heater vent cover when
ﬁ the heater is operating. Side heater vent covers are HOT and can burn when touched causing
- Al personal injury. Do not allow children to play on or around heater or associated equipment.

~, THE AVERAGE TEMPERATURE OF THE HEATERS FLUE EXHAUST IS 204 DEGREES

“ CELSIUS (°C).

when installing heater. Do not use a draft hood with this heater, as the exhaust is under
pressure from the burner blower and a draft hood will allow exhaust fumes to blow into the room
housing the heater. The heater is supplied with an integral venting system for outdoor installation.

& CAUTION — Label all wires prior to disconnection when servicing controls. Wiring errors can cause improper
and dangerous operation. Wiring errors can also destroy the control board.
¢ Connect heater to 240 Volt, 50 Hz., Single Phase power only.
* Verify proper operation after servicing.
* Do not allow children to play on or around heater or associated equipment.
* Never allow children to use the pool or spa without adult supervision.
* Read and follow other safety information contained in this manual prior to operating this pool heater.

GENERAL SPECIFICATIONS

NOTICE:

* Combustion air contaminated by corrosive chemical fumes can damage the heater and will void the warranty.

* The Combination Gas Control Valve on this heater differs from most appliance gas controls. If it must be replaced,
for safety reasons replace it only with an identical gas control.

* The access door panels must be in place to provide proper ventilation. Do not operate the heater for more than five (5)
minutes with the access door panels removed.

¢ This heater is design certified by CERTIGAZ as complying with the Standard for Gas Fired Pool Heaters, and is
intended for use in heating fresh water swimming pools or spas.

* The heater is designed for the heating of chlorine, bromine or salt system swimming pools and spas. It should NOT be
used as a space heating boiler, or general purpose water heater. The heater requires an external 240 VAC
single-phase electric power source.

* The heater should be located in an area where leakage of the heater or connections will not result in damage to the
area adjacent to the heater or to the structure. When such locations cannot be avoided, it is recommended that a
suitable drain pan, adequately drained, be installed under the heater. The pan must not restrict air flow.

* The heater may not be installed within 3.5 m (11.5 ft.) of the inside surface of a pool or spa unless it is separated by a
solid fence, wall or other permanent barrier.

MasterTemp Pool and Spa Heater Installation and User’s Guide
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Section 1: Overview

MasterTemp™ 125 High Performance Heater

Congratulations on your purchase of a MasterTemp™ 125 high performance heating system. Proper installation and
service of your new heating system and correct chemical maintenance of the water will ensure years of enjoyment. The
MasterTemp is a compact, lightweight, efficient, induced-draft, gas fired high performance pool and spa heater that can
be directly connected to 63 mm (2 in) PVC pipe. The MasterTemp also comes equipped with a multifunction temperature
controller which shows, at a glance, the proper functioning of the heater. All MasterTemp heaters are designed with a
direct ignition device, HSI (hot-surface ignition), which eliminates the need for a standing pilot. The MasterTemp heater
operates on 240 VAC 50 Hz.

SPECIAL INSTRUCTIONS TO OWNER: Retain this manual for future reference. This instruction manual provides
operating instructions, installation and service information for the MasterTemp high performance heater. The information
in this manual applies to all MasterTemp models. READ AND REVIEW THIS MANUAL COMPLETELY, it is very
important that the owner/installer read and understand the section covering installation instructions, and recognize the
European Standard Codes of Practice before installing the MasterTemp. Its use will reduce service calls and chance of
injury and will lengthen product life. History and experience has shown that most heater damage is caused by improper
installation practices.

IMPORTANT NOTICES

THISPRODUCT MUSTBEINSTALLED AND SERVICED BY APROFESSIONAL SERVICETECHNICIAN, QUALIFIED
IN POOL HEATER INSTALLATION.

For the installer and operator of the MasterTemp pool and spa heater: The manufacturer’s warranty may be void
if, for any reason, the heater is improperly installed and/or operated. Be sure to follow the instructions set forth in

this manual. If you need more information or if you have any questions regarding to this pool heater, please contact
Pentair Water Pool and Spa, Inc. EMEA — Head Office: Industriepark, Wolfstee, Toekomstlaan 30, 2200 Herentals
- Belgium or Pentair Water Pool and Spa, USA — at (800) 831-7133 ¢ (919) 566-8000 ¢ (805) 553-5000.

WARRANTY INFORMATION

The MasterTemp pool heater is sold with a limited factory warranty. Specific details are described on the warranty
registration card which is included with the product. Return the warranty registration card after filling in the serial
number from the rating plate inside the heater.

High standards of excellence include a policy of continuous product improvement results in your state-of-the-art heater.
We reserve the right to make improvements which change the specifications of the heater without incurring an obligation
to update the current heater equipment.

These heaters are designed for the heating of chlorine, bromine or salt system swimming pools and spas or in
non-stationary installations, and should never be employed for use as space heating boilers or general purpose
water heaters. The manufacturer’s warranty may be void if, for any reason, the heater is improperly installed
and/or operated. Be sure to follow the instructions set forth in this manual.

/ANCAUTION

OPERATING THIS HEATER CONTINUOUSLY AT WATER TEMPERATURE BELOW 20°C. WILL CAUSE HARMFUL
CONDENSATION ANDWILL DAMAGETHE HEATER ANDVOID THEWARRANTY. Do not use the heaterto protect pools
or spas from freezing if the final maintenance temperature desired is below 20°C, as this will cause condensation
related problems.

MasterTemp 125 Pool and Spa Heater Installation and User’s Guide



2 | Section 1. Overview (Operator Control Panel)

USING THE HEATER’S CONTROL PANEL

Tem permture Digitd@dm permture
Up and Dwn Displa

»» PENTAIR

MASTERTEMP
POOL AND SPA HEATER

SERVICE SERVICE HEATING
HEATER SYSTEM

System Opeaxtion DualTem permture Heater "OFE"
Indicator Lights Controls Switch

The MasterTemp heater controls are as follows:
POOL ON Press this button to control the heater operation by the pool temperature setting.
SPAON Press this button to control the heater operation by the spa temperature setting.
HEATER OFF Press this button to switch off the heater.
A TEMP Press this button to raise the temperature setting.
V¥V  TEMP Press this button to lower the temperature setting.

To toggle the display between degrees Centigrade (°C) and degrees Fahrenheit (°F):
1. Press the HEATER OFF button to switch the heater OFF.

2. Press A TEMP or YTEMP for five (5) seconds. The display will flash once and change modes (°C to °F or
vice versa).

3. Press the HEATER OFF button to switch the heater ON.

When either the A TEMP or Y TEMP buttons are pressed, the digital display will indicate the temperature setting. After
five seconds, the display will return to the actual pool/spa temperature.

In addition to the digital temperature LED display, there are five indicator LEDs:
The POOL ON light indicates that the pool water temperature is governing operation of the heater.
The SPA ON light indicates that the spa water temperature is governing operation of the heater.

The HEATING light comes on and stays on when the heater’s burner chamber is firing. This light should be on whenever
the burner is on. This light blinks when the heater is calling for heat but not firing. If this light is on but the burner fails
to come on, one of the “service” lights should come on, indicating a fault in the system.

The SERVICE SYSTEM light indicates that there is insufficient water flow to the heater. If the pump is operating, this
usually indicates that the filter and/or skimmers should be cleaned (some filters may require back-washing). If the light
remains on after the filter/skimmers have been serviced, the system should be checked by a qualified service technician.

The SERVICE HEATER light indicates a fault in the heater or its controls. If this light comes on, shut down the heater
(See “TO TURN OFF GAS TO THE APPLIANCE” on page 4), and have a qualified service technician check the system.

/ANWARNING

Risk of explosion orfire causing burns or death if safety interlocks are disabled. DO NOT attempt to operate heaterwhen
SERVICEHEATERIightison orifblowerorburnerwillnotstart.Instead, follow instructions under“To Switch Off Gas to the
Appliance,”and call a qualified service technician to repair unit.

MasterTemp 125 Pool and Spa Heater Installation and User’s Guide
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Section 1: Operation Instructions

BASIC SYSTEM OPERATION

Start pump, make sure the pump is running and is primed, to close the water pressure switch and supply power
to heater. Be sure the pool and/or spa is properly filled with water. Follow the Lighting/Operating instructions below.

MASTERTEMP HSI ELECTRONIC IGNITION LIGHTING/OPERATION

FOR YOUR SAFETY: READ BEFORE LIGHTING

/ANWARNING

)

age, personal injury or loss of life.

If you do not follow these instructions exactly, a fire or explosion may result causing property dam-

Do not attempt to light the heater if you suspect a gas leak. Lighting the heater can result in a fire or
explosion which can cause personal injury, death, and property damage.

& WARNING! DO NOT INTERFERE WITH ANY SEALED COMPONENTS. THIS CAN ONLY BE

DONE BY A QUALIFIED SERVICE PROFESSIONAL.

| THE MASTERTEMP HEATER IS INTENDED FOR INSTALLATION WITH A METERED GAS PRESSURE REGULATOR. |

START-UP AND OPERATION

START-UP AND SHUTDOWN INSTRUCTIONS ARE ON THE LABEL ATTACHED TO THE COVER OF THE APPLIANCE
CONTROL BOX.
NOTICE: UPON INSTALLATION THE INSTALLER MUST INSTRUCT THE USER IN THE OPERATION AND SAFETY
DEVICES AND PROVIDE A COPY OF THE HEATER'S USER'’S GUIDE.

BEFORE START-UP
A. This appliance does not have a pilot. It is equipped F. Before operating the appliance for the first time or

B.

with an ignition device which automatically lights the
burners. Do not try to light the burners by hand.

BEFORE OPERATING, smell all around the appliance
area for gas. Be sure to smell next to the floor because
some gas is heavier than air and will settle on the floor.

WHAT TO DO IF YOU SMELL GAS

Do not try to light any appliance.

Do not touch any electrical switch; do not use any phone
in your building.

Immediately call your gas supplier from a neighbor’s
phone. Follow the gas supplier’s instructions.

If you cannot reach your gas supplier, call the Fire
Department.

. Use only your hand to turn the gas control on or off.

Never use tools. If you cannot change the ON/OFF
setting by hand, don’t try to repair it, call a qualified
service technician. Forced or attempted repair may result
in a fire or explosion.

. Do not use this heater if any part has been under water.

Immediately call a qualified service technician to inspect
the heater and to replace any part of the control system
and any gas control which has been under water.

. Do not operate the pool heater unless the pool or spa is

properly filled with water.

after it has been off for an extended time, perform the
following checklist:

1. Remove debris or other articles from inside the heater
and the area around the heater and its exhaust vent.
Make sure the ventilation openings are clear of debris
or obstruction. For installations in an enclosed space,
make sure openings for combustion and ventilation
air are unobstructed.

2. Keep heater area clear and free from combustibles,

flammable liquids and chemicals.

3. Check that all water connections are tight.

4. Water must be flowing through the heater during

operation. Make sure that pool/spa is filled with water
and have pump operating. Check that water flow is
unobstructed from the appliance. When operating
for the first time or after an extended shut-down, run
filter pump for several minutes to clear all air from
the system.

MasterTemp 125 Pool and Spa Heater Installation and User’s Guide
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OPERATING INSTRUCTIONS

1.

2
3.
4

10.
11.

12.

13.

14.

15.

STOP! Read the safety information on (page v - vii).

Set both pool and spa thermostats to the lowest settings.
M anual

i Shutoff
“| Va]ve\

Turn off all electric power to the appliance.

This appliance does not have a pilot. It is equipped with an H
ignition device which automatically lights the burner. Do not © ®

try to light the burner by hand. B PENTAIR

Turn off the outside external manual shut-off gas valve, see MASTERTEMP™ 25
Figure 1.

Wait five (5) minutes to clear out any gas. If you then smell
gas, STOP! Follow “B” in the “Before Start-up” instructions
(page 3). If you don’t smell gas, go to the next step.

Turn on the outside external manual shut-off gas valve, see
Figure 1.

Set 3-way valves on inlet and outlet to pool or spa, as
appropriate.

Turn on all electric power to the appliance. Figure 1.
Press either the POOL ON or SPA ON button switch on the operating control.

Set the thermostat to desired setting (NOTICE: Set point must be above actual water temperature or burner will not
fire). See page 2 “OPERATING THE CONTROL PANEL”.

The blower should come on immediately, and after about 20 seconds, the burner should fire. When operating for the
first time, the burner may not fire on the first try because of air in the gas line. If it does not fire at first, push the OFF
switch, wait five minutes, and again push the POOL or SPA ON switch. The burner should fire after about 20 seconds.
You may have to repeat this until all of the air has cleared the gas line.

The burner should fire until the pool/spa temperature reaches the desired temperature set on the thermostat. The blower
will continue to run for about 45 seconds after the burner shuts off. If any of the safety interlocks should open during
burner operation, the burner shuts off immediately, but the blower continues to run for about 45 seconds. Should
overheating occur or the gas supply fail to shut off, turn off the manual gas control valve to the appliance.

If the appliance will not operate, follow the instructions below “TO TURN OFF GAS TO THE APPLIANCE”, and
call your service technician or gas supplier.

If the electrical power is lost while the heater is running, the heater will retain all program settings and the unit will
come back to it’s original mode and settings once the power is restored.

TO TURN OFF GAS TO APPLIANCE

1.
2.
3.

Press the OFF button on operating control.
Switch off all electric power to the unit.

Turn off the outside external manual shut-off gas valve, see Figure 1.

MasterTemp 125 Pool and Spa Heater Installation and User’s Guide
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SAFETY CONTROLS
AIR FLOW SWITCH (AFS)

The air flow switch, (see Figure 2), is a safety device used to insure that the
combustion air blower (fan) is operating and has been designed to monitor the
vacuum (negative) pressure within the blower housing. The air flow switch
is factory set and is connected upstream of the ignition module. The ignition
module does not operate unless the air pressure switch and all safety switches
are closed.

& WARN I NG Air Flow Switch Figure 2.

HAZARDOUS PRESSURE. DO NOT BYPASS THE WATER
PRESSURE SWITCH OR RENDER IT INOPERABLE.

WATER PRESSURE SWITCH

The water pressure switch, (see Figure 3). If the water flow is restricted,
the water pressure switch may prevent the burner from firing and cause the
“Service System” light to go on. If the light remains on after the filter has
been serviced, have a qualified service technician check the system.

For deck-level heater installations, the Water Pressure Switch is factory set
at 0.2 bar (3.00 psi). NOTE: See, Below Pool Level Installation instructions
on page 10. If the pressure switch is .3M (1 ft.) below or above the pool
water level, reset the switch so that it is open when the pump is off and
closed when the pump is running. Turn the star-wheel on the switch
clockwise

(/Y) to raise setting (heater below the pool) and counterclockwise

(¢ ) to lower the setting (heater above the pool — see Figure 4. Test the
switch after resetting. NOTICE: When the heater is mounted more than
1.5M (5 ft.) above or 1.2M (4 ft.) below the deck level, a Pressure Switch is
no longer adequate. A Flow Switch must be installed instead. Figure 4.

MASTERTEME™ 195

Turn star wheel clockwise to raise
NOTICE: Heater operation with incorrect — pressure set point if pressure switch is

Pressure Switch setting may cause operation ~ M°"® than 1.2 m (4 ft) below water level
with no water flow. Operation of the heater
without sufficient water flow may severely %ﬂ:@

® ]

- M

damage it and will void the warranty. \i% 1.2m (4 ft)
B FENTAIR b

HIGH LIMIT SWITCH | ASTERTENF TS

A “High Limit”, is a safety device that opens ——"

the electrical circuit and shuts off the heater

based on a water temperature set point within __ Areference scaleis on

A L. . the back of pressure switch

the “High Limit Device”. The MasterTemp e ——

series of heaters contains two (2) high limit 1 o \% -

devices which are located on the main inlet / wpgw‘wm@ }

outlet header (see page 41 item 6). [ AASTERTENF™ 128

=7 =1 1.5 m (5 ft)

[
Turn star wheel counterclockwise to lower
pressure set point if pressure switch is more | |y
than 1.5 m (5 ft) above water level

Figure 3.
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SAFETY CONTROLS, (continued)
OPERATION OF IGNITION MODULE

The Ignition Module, (see Figure 5), is microprocessor based
and operates on 24VAC supplied by the transformer. The control
utilizes a microprocessor to continually and safely monitor,
analyze, and control the proper operation of the gas flame holder.
The module with the presence of the flame sensor, using flame
rectification, allows the heater to operate.

Diagnostic LED
1Flash - Air Flow Fault

Flame Current
Check Point

DIAGNOSTIC INDICATOR Catalog Number: 35-662303-913
AUTOMATIC IGNITION SYSTEM

LED MODE -

on Control Fault Pre-Purge: 4 Sec. Ignition: 7 Sec.
1 Flash Air Flow Fault Inter-Purge: 15 Sec. Heat-up: 20 Sec
2 Flashes Flame No Call For Heat | Postpurge: 60 Sec. *
3 Flashes Ignition Lockout

|p‘mummmmmg}\m 5%
i
Vaive: 24 VAC, 20 A max.
nducer: 120/340 VAC, 30A 114 HP
120 VAC, 5.0 A max. 15y
Ignitor ny VAC or 240 VAC, 50/60 HZ.
F to +176F

Figure 5.

2 Flashes - Flame No Call For Heat
3 Flashes - Ignition Lockout

TEMPERATURE SETTING

The heater comes factory set at 25.6° C (78° F). for the pool mode and 37.8° C (100° F). for the spa mode. Using the up
and down arrows, you can set the pool/spa thermostats to a minimum temperature of 18.3° C (65° F.), or a maximum of
40° C (104° F). If you desire to heat only one body of water, the thermostat is capable of an off mode. As an example,
if you only wish to heat the spa and not the pool, simply depress and hold the pool down arrow, and the thermostat will
lower its setting to 18.3° C (65° F.) then go to an off mode. See below to change the heater'’s factory set temperature

settings.

MAXIMUM TEMPERATURE SET POINT

1. Unbolt and remove the door panels (see Figure 6).

2. Access the control panel board on the underside of the top cover.
Locate the yellow button on the corner of the control board.

3. Push the Max. Temp. Set Point button on the back of the
control board (see Figure 7).

The following sequence should happen:

1. The unit turns on and the POOL ON light will
turn on.

2. Press the A TEMP or YTEMP button (on TOP of the
control panel) to set maximum pool temperature.

3. Wait up to 30 seconds; the POOL ON light will turn off
and the SPA ON light will turn on. To override the time
delay, push the Max. Temp. Set Point button again.

4. Press the A TEMP or YTEMP button on the control
panel and set maximum spa temperature to 40°C
(104° F) or less.

5. Wait up to 30 seconds; the SPA ON light will turn off
and the unit will shut down. To override the time delay,
push the Max. Temp. Set Point button again.

6. Reinstall the access door panels.

MasterTemp 125 Pool and Spa Heater Installation and User’s Guide
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Section 2: Installation

THISPRODUCT MUSTBEINSTALLED AND SERVICED BY APROFESSIONAL SERVICETECHNICIAN, QUALIFIEDINPOOL
HEATERINSTALLATION.THEMASTERTEMPHEATERISINTENDED FORINSTALLATIONWITHAMETERED GASPRESSURE
REGULATOR.

Pentairstronglyrecommendsthatallvents, pipesandexhaustsystemsbeinitiallyandperiodicallytestedforproperoperation.This
testing can beaccomplished by usingahand-held carbon monoxide meterand/or by consulting with agas professional.

Pool heaters must be used in conjunction with carbon monoxide detectors installed near the pool heater. The carbon
monoxide detectors must be periodically inspected for proper
operationsoastoinsure continued safety. Broken ormalfunctioning i
carbon monoxide detectors must be replaced immediately. If not
fitted on the heater, the installer must installed any safety devices
according to the European Standard Codes of Practice.

NOTICE: UPON INSTALLATION THE INSTALLER MUST INSTRUCT
THEUSERINTHE OPERATION AND SAFETY DEVICES AND PROVIDE
A COPY OF THE HEATER'’S USER’S GUIDE (THIS MANUAL).

HEATER DESCRIPTION

Exhaust

Figure 8 is a diagram of the heater showing how it operates. Precisely
matched orifice plates meter the air and gas into the mixer. The blower
draws the air and gas through the mixer and forces it into the burner’s 9% oamer
flame holder. A sealed heat exchanger surrounds the flame holder, "7’

discharging exhaust gases out the flue.

63 mm (2 in - UK) PVC water piping connects directly to the
manifold/header on the heat exchanger using 63 mm (2 in - UK) PVC
slip unions provided with the heater. The outer manifold remains cool;
no heat sinks are required. A thermal regulator and an internal bypass regulate the water flow through the heat exchanger
to maintain the correct outlet temperature. The heater operator control panel board assembly is located on top of the heater.

SEQUENCE OF OPERATION

An electronic temperature sensing thermistor in the manifold adapter inlet controls the heater operation. When the inlet
water temperature drops below the temperature set on the operating control, the burner controller supplies power to
the combustion air blower through a series of safety interlocks. The interlocks consist of:

* the pressure switch (PS), which senses that the pump is running,

» the high limit switch (HLS), which opens if the heat exchanger outlet temperature goes above 55° C (131° F), and

* the air flow switch (AFS), which senses the pressure drop across the air metering orifice,

* the automatic gas shut-off (AGS) switch, which opens if the heat exchanger outlet temperature goes above 60° C
(140° F).

* the inlet temperature control switch, which opens if the inlet temperature goes above 45° C (110° F).

* the stack flue sensor (SFS), which shuts down the heater if the flue gas temperature reaches 249° C (480° F).

The air flow switch (AFS) senses the pressure drop across the air metering orifice. As soon as there is sufficient air flow,
the AFS closes, closing the circuit to the hot surface igniter (HSI), which ignites the fuel mixture. On a call for heat,
the blower and HSI are energized. In about 20 seconds, the gas valve opens and ignition occurs. The HSI then switches
to a sensing mode and monitors the flame.

The heater is equipped with a digital operating control that enables the user to pre-set the desired pool and spa water
temperatures. The control enables the user to select between pool and spa heating, and features a digital display that
indicates the water temperature.

MasterTemp 125 Pool and Spa Heater Installation and User’s Guide
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PUTTING THE HEATER INTO SERVICE

If the heater is installed below the level of the pool, or more than 0.6 meters (2 feet) above pool level, the pressure switch
setting should be adjusted. See “WATER PRESSURE SWITCH” in the “SAFETY CONTROLS Section” (page 5) and
the “CAUTION” under “BELOW POOL INSTALLATION Section” (see page 10).

Before putting the heater into service for the first time, follow the instructions under “BEFORE START-UP” (page 3) in

the front of this manual. Check for proper operation of the heater by following the steps under, see page 4 “OPERATION
INSTRUCTIONS.”

Notice: Damage to equipment caused by improper installation or repair will void the warranty.

SPECIFICATIONS

These installation instructions are designed for use by qualified personnel only, trained especially for installation of this
type of heating equipment and related components. Some states require installation and repair by licensed personnel. If
this applies in your state, be sure your contractor bears the appropriate license. See Figure 9 for Outdoor Installations.

DIMENSIONS IN CENTIMETERS & INCHES

533 mm
(21")
(000g60AnRaa60000
(008E00A0ARANMAg
ELECTRICAL e ‘ ‘ ~N
CONDUIT PORT
747 mm 533 mm
(29.43") (21"
445 mm
(17.5")
280 mm B T
(117)
N t ] d» | <
—T | 7
N SO"mm
FRONT VIEW Topview (157~ UK)
e
[
e
[
a——n
584 mm —
(23") U
280 mm P 7%
" 1% ¥
() ’ 140 mm
‘ = 17 (5.5")
= =1 =0T Tl [ |
EXHAUST SIDE VIEW PLUMBING SIDE VIEW

Figure 9.
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PLUMBING CONNECTIONS

The MasterTemp™ heater has the capability of direct PVC
water piping plumbing connections. A set of bulkhead
fittings is included with the MasterTemp to insure conformity
with Pentair’s recommended PVC plumbing procedure.
Other plumbing connections can be used. See Figure 11 for
plumbing connections.

/N CAUTION Before operating the heater on a
newinstallation,turnonthecirculationpumpandbleedall
theairfromthefilterusingtheairrelief valve ontop of the
filter.Water should flow freely through the heater. Do not
operate the heater unless water in the pool/spais at the
proper level. If a manual by-pass is installed, temporarily
close it to insure that all air is purged from the heater.

Figure 10.

VALVES

When any equipment is located below the surface of the pool or spa, valves should be placed in the circulation piping
system to isolate the equipment from the pool or spa. Check valves are recommended to prevent back-siphoning. Back-
siphoning is most likely to occur when the pump stops, creating a pressure-suction differential. Do NOT sanitize the
pool by putting chlorine tablets or sticks into the skimmer(s). When the pump is off, this will cause a high concentration
of chlorine to enter the heater, which could cause corrosion damage to the heat exchanger.

/NCAUTION

Exercise care when installing chemical feeders so as to not allow back siphoning of chemical into the heater, filters or
pump.When chemical feeders are installed in the circulation of the piping system, make sure the feeder outlet line is
down stream of the heater, and is equipped with a positive seal noncorrosive“Check Valve’, (P/N R172288), between
the feeder and heater.

Figure 11.

MANUAL BY-PASS VALVE (waTer FLow RATE)

A bypass valve MUST be installed to regulate water flow to ensure the
flow does not exceed the maximum allowed rate of 265 L/m. After
installing the bypass valve, adjust the valve to bring the flow rate within
the acceptable range. Then remove the valve handle or lock it in place
to avoid tampering. See Figure 11.

Model Min.L/m (GPM) | Max.L/m (GPM) *

125 76 (20) 265 (70)

*DO NOT EXCEED THE MAXIMUM RECOMMENDED FLOW RATE FOR THE
CONNECTING PIPING.

Table 1.

See page 33 for Pressure Relief Valve Installations.

OUTLETTO POOL

MasterTemp 125 Pool and Spa Heater Installation and User’s Guide
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WATER CONNECTIONS

The heater requires proper water flow and pressure for its
operation. See Figure 12 for the recommended installation. 1
The filter pump discharges to the filter, the filter discharges

to the heater, and the heater discharges directly to the pool '
or spa.

A manual bypass valve MUST be installed across the heater
when the pump flow exceeds 265 L/m (120 GPM). See | Main
“WATER FLOW RATE” on page 9 - Table 1 for setting of | Dm=h
the manual by-pass valve. Q\

Make sure that the outlet plumbing from the heater contains
no shut-off valves or other flow restrictions that could prevent
flow through the heater (except for below pool as noted below,
or winterizing valves where needed). To switch flow between '
the pool and spa, use a diverter valve. Do not use any valve

[
that can shut off the flow. Do not use a shut-off valve to isolate From Pool 3W ay 39 ay
the heater unless it is below the level of the pool or spa. Vale Vale
Install the chemical feeder downstream of the heater. Install Figure 12.

a chemical resistant one-way check valve between the heater and the chemical feeder to prevent back-siphoning through
the heater when the pump is off.

NOTICE: If the heater is plumbed in backwards, it will cycle continuously. Make sure piping from filter is not reversed
when installing heater.

Connect the heater directly to 50 mm (1.5 in - UK) PVC pipe, using the integral unions provided. Heat sinks are not
required. The low thermal mass of the heater will prevent overheating of the piping connected to the pump even if the
heater shuts down unexpectedly. Occasionally a two-speed pump will not develop enough pressure on the low speed to
operate the heater. In this case, run the pump at high speed only to operate the heater. If this does not solve the problem,
do not try to run the heater. Instead, correct the installation.

Do not operate the heater while an automatic pool cleaner is also operating. If the circulation pump suction is plugged
(for example by leaves), there may not be adequate flow to the heater. Do not rely on the pressure switch in this case.

If European Standard Codes of Practice require the installation of a pressure relief valve (PRV), see page 33 for
“PRESSURE RELIEF VALVE INSTRUCTIONS”.

BELOW POOL INSTALLATION

If the heater is below water level, the pressure switch must be adjusted. This adjustment must be done by a qualified
service technician. See following CAUTION before installation.

/NCAUTION

BELOW OR ABOVE POOL INSTALLATION

The Water Pressure Relief Valve Switch is set in the factory at 0.20 bar (3.00 psi). This setting is for a heater installed at
pool level.If the heateris to be installed more than 0.3 m above or below, the water pressure switch must be adjusted
by a qualified service technician. See page 3, Figure 5.

FLOW SWITCH INSTALLATION

If the heater is installed more than 1.5 m above the pool or more than 1.2 m below the pool level, you will be beyond
the limits of the pressure switch and a flow switch must be installed. Locate and install the flow switch externally on
the outlet piping from the heater, as close as possible to the heater. Connect the flow switch wires in place of the water
pressure switch wires.

MasterTemp 125 Pool and Spa Heater Installation and User’s Guide
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GAS CONNECTIONS

GAS LINE INSTALLATIONS

The gas supply must be installed in accordance with the European Standard Codes of Practice for gas installation as applicable
and all applicable local codes.

THE MASTERTEMP HEATER IS INTENDED FOR INSTALLATION WITH A METERED GAS PRESSURE REGULATOR.

Before installing the gas line, be sure to check which gas the heater has been designed to burn. This is important because
different types of gas require different gas pipe sizes. The rating plate on the heater will indicate which gas the heater is designed
to burn. Table 2 below shows the recommended gas inlet pipe sizes required for the distance from the gas meter to the heater.
The table is for G20 and G25 at a specific gravity of .65 and G31 at a specific gravity of 1.55.

When sizing gas lines, calculate 0.9 additional meters of straight pipe for every elbow used. When installing the gas line, avoid
getting dirt, grease or other foreign material in the pipe as this may cause damage to the gas valve, which may result in heater failure.

The gas meter should be checked to make sure that it will supply enough gas to the heater and any other appliances that may
be used on the same meter. Insufficient gas supply will cause the heater to operate below its designed performance or not at all.
The gas line from the meter will usually be of a larger size than the gas valve supplied with the heater. Therefore a reduction
of the connecting gas pipe will be necessary. Make this reduction as close to the heater as possible. If the gas pressure is not
adjusted to the correct working pressure, the heater will be over gassed and cause serious damage within minutes. This damage
is not covered under the heater warranty.

Install a manual shut-off valve that conforms with European Standard Codes of Practice, and a sediment trap/drip leg and
union located outside the heater panels, see Figure 13. Do not use a restrictive gas cock.

The heater and any other gas appliances must be disconnected from the gas supply piping system during any pressure testing on
that system, (greater than 6.0 kPa). The heater and its gas connection must be leak tested before placing the heater in operation.
Do not use flame to test the gas line. Use soapy water or another nonflammable method.

NOTE
A manual main shut-off valve must be installed externally to the heater.

AWARNING

DO NOT INSTALL THE GAS LINE UNION INSIDE THE HEATER CABINET. THIS WILL VOID YOUR WARRANTY.

GAS PIPE SIZING

45-60 cm x 3/4 in

(1G8—24“ of 3/4") Manual
. line fi Shut-off
. Distance from the Meter e Valve
Heater Size ) .
.54 cm (1") Dia. or larger
(See "Recommended
Oto15m 16to30m 31to60m Pipe Sizes" Chart)
5 Bell j
Reducer
125 25 mm 32mm 32mm S
Table 2. an ° / IAt least 23 cm (9")
a g
ag
Kfi B Unioh At least 8 cm (3")
8 a Sediment ¥
o= I: Trap/Drip Leg
L]
M

SEDIMENT TRAP/DRIP LEG Figure 13.

|

Install a sediment trap/drip leg and union located outside the heater panels in accordance with European Standard Codes
of Practice requirements. Do not use a restrictive gas cock. The sediment trap/drip leg shall be either a tee fitting with
a capped nipple in the bottom outlet which can be removed for cleaning, as illustrated in Figure 14, or an other device
recognized as an effective sediment trap/drip leg. All gas piping should be tested after installation in accordance with
local codes.

MasterTemp 125 Pool and Spa Heater Installation and User’s Guide
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TESTING GAS LEAKS AND GAS PRESSURE

THE MASTERTEMP HEATER IS INTENDED FOR INSTALLATION WITH A METERED GAS PRESSURE REGULATOR. Before operating
the heater, the heater and its gas connections must be leak tested. Do NOT use an open flame to test for leaks. Test all
gas connections for leaks with soapy water.

The gas valve must be completely disconnected from the gas supply piping system during any pressure testing of that
system at test pressures in excess of 6.0 kPa (60 mbar).

TESTING THE GAS PRESSURE THROUGH THE COMBINATION GAS CONTROL VALVE
AWARNING

Risk of fire and explosion. Alteration, service, or maintenance of the Combination Gas Control Valve can lead to
fire or explosion, causing loss of life, personal injury, and/or property damage. DO NOT ATTEMPT TO ADJUST
I'HE GAS CONTROL VALVE.

] Fgure 14.

Shut off the gas supply to the heater.
Loosen the small screw inside the pressure tap as shown in Figure 14.
Connect the manometer hose.

Open the gas supply to the heater.
Turn on the heater.

Take the gas pressure reading.

Turn off the heater.

Shut off the gas supply to the heater.

XNk =

Disconnect the manometer hose.

—_
=]

. Tighten the small screw inside the pressure tap.

[a—
—

. Open the gas supply to the heater.

12 Verify that the seal connection in the pressure tap is closed by testing for
leaks with soapy water.

small screw inside the pre
and attach/connect the man

Note: If the pressure reading is out of range, (see Table 3), regulate the incoming

INLET GAS PRESSURE REQUIREMENTS

Description Type Gas Supply Pressure
2H; 2E+; 2N; 2Es, 2Ei; 2ELL

Natural Gas (G20/G25) 20-25 mbar

Propane Gas 3P (G31) 37 mbar

NOTE: Allreadingsmustbetakenwhileheaterisoperating.Anyadjustmentsorreadingsmadewhileheaterisoffwillresultinperformance
problems.

Table 3.

This appliance is equipped with an unconventional gas control valve that is factory set with a manifold pressure of

1.1 £ 0.5 mbar. Installation or service must be performed by a qualified installer, service agency, or the gas supplier. If this
control valve is replaced, it must be replaced with an identical gas control. The combination gas valve incorporates dual
shut-off valves and a negative-pressure regulator. For proper operation, the regulated pressure at the outlet manifold of the
valve must be 1.1 £ 0.5 mbar below the reference pressure at the blower mixer inlet, and the gas valve “VENT tap must
be connected to the end cap air orifice as shown in Figure 14. DO NOT attempt to adjust the gas input by adjusting the
regulator setting. The correct gas regulator setting is required to maintain proper combustion and must NOT be
altered.

MasterTemp 125 Pool and Spa Heater Installation and User’s Guide
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OUTDOOR INSTALLATION

For heaters located outdoors, using the built-in stackless venting system.

/ANDANGER

CARBON MONOXIDE GAS IS DEADLY - Exhaust from this pool heater contains carbon monoxide, a dangerous,
poisonous gas you cannot see or smell. Symptoms of carbon monoxide exposure or poisoning include dizziness,
headache, nausea, weakness, sleepiness, muscular twitching, vomiting and inability to think clearly. IF YOU
EXPERIENCE ANY OF THE ABOVE SYMPTOMS, IMMEDIATELY TURN OFF THE POOL HEATER, LEAVE THE VICINITY
OFTHE POOL OR SPA AND GET INTO FRESH AIR IMMEDIATELY. THE POOL HEATER MUST BETHOROUGHLY TESTED
BY A GAS PROFESSIONAL BEFORE RESUMING OPERATION.

EXCESSIVE CARBON MONOXIDE EXPOSURE CAN CAUSE BRAIN DAMAGE OR DEATH.

AWARNING

Risk of explosion if a unit burning G31 is installed in a pit or other low spot. G31 is heavier than air. Do not install
the heater using propane in pits or other locations where gas might collect. Consult the European Standard Codes
of Practice building code officials to determine installation requirements and specific installation restrictions of
the heater relative to propane storage tanks and filling equipment. Installation must meet the requirements for
the Standard for the Storage and Handling of Liquid Petroleum Gases. Consult local codes and fire protection

authoritiesabout specificinstallationrestrictions.

Locate the heater in an open, unroofed area and on a level surface that is protected from drainage or run-off. Install the
heater in an area where leaves or other debris will not collect on or around the heater.

It is recommended that a non-combustible base be a platform under the heater constructed of hollow masonry blocks,
not less than 100 mm (4 in) thick (laid with ends unsealed and joints matched for air circulation). Cover blocks with
0.75 mm (0.03 in) minimum galvanized sheet metal, see Figure 15.

To avoid damage to the electronic components in the heater, take care to prevent prolonged exposure to driving sources

of water (such as lawn sprinklers, heavy roof runoff, hoses, etc.). Avoid operation in persistent, extreme, moist or salty
environments.

In extreme weather, shut down the heater and disconnect the power to it until the weather has moderated. In areas subject
to hurricanes or very high winds, purchase the Bolt Down Bracket Kit, P/N 460738,
see Figure 16.

BASE FOR USE ON
COMBUSTIBLE
FLOORS

ForHeaterm ounting
bols and ckm ps,
purchae separdely
BoltDown BraketKid;
PartNo.460738.

Masonry blocks,
not less than 100 mm (4 in) thick

Hollow masonry blocks, not less than 100 mm (4 in) thick, (laid with ends unsealed and joints
matched for air circulation). Cover blocks with 0.75 mm (0.03 in) minimum) galvanized sheet metal.

Figure 15. Figure 16.
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HEATER CLEARANCES - OUTDOOR

IMPORTANT!
- In an outdoor installation it is important to ensure water is diverted from N
overhanging eves with a proper gutter/drainage system. The heater must )

be set on a level foundation for proper drainage.

« This unit shall not be operated outdoors at temperatures below -7°C.

If the heater is located under a roof or deck overhang, there must be at least 1 1meter(3ft)ormore

meter (3 ft.) of clearance between the bottom of the overhang and the top of the heater
exhaust vent, see Figure 17. If the heater is under a roof or deck overhang, the space

around the heater must be open on three sides. AT T
For minimum exhaust vent clearances for building openings, see below Figure 18. [ ° ®

) . . P PENTAIR
Orient the heater for convenient access to the water connections and the gas and MASTERTEME™ 125
electrical connections. ]

Check the European Standard Codes of Practice for setback (property line) |
requirements. Figure 17.

/NCAUTION

Ifinstalling the heater next to or near an air conditioning unit or a heat pump, allow a minimum of 92 cm
(36 in.) between the air conditioning unit and the heater.

OUTDOOR INSTALLATION
VENTING GUIDELINES

1500 mm

SIDE VIEW /&‘
4 Property Line7
N PRIy
1500 mm . Ré«‘goe(‘\e'
3 /\0\)\ ,\@ﬂ(‘
- X 0\\>
L \(\\0066\6
oo
1500 mm ot
Exhaust Grill *
(Vent)
Building T T
® ®
# PENTAIR 1} ~ - ™~
F MASTERTEMF™ 128 Vent Termination:
ﬂ @ Must be installed at least 1500 mm away from
L= the building wall openings, and at the following

SAAAAAAAAAAAAAAAL A A LS . .
\_ -/ distances away from any door, window, or

gravity air inlet.

Figure 18.
@ The heater must also have no obstructions above it.

AWARNING

Riskoffireandexplosion.Donotsprayaerosolsinthevicinityoftheheaterwhileitisinoperation.Chemicalsshould
notbestoredneartheheaterinstallation.Combustionaircanbecontaminatedbycorrosivechemicalfumeswhich
can damage the heater and will void the warranty.
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INDOOR VENTING — General Requirements

If you are considering connecting this heater to a pre-existing vent system, make sure that the vent system meets the
appropriate venting requirements as given in this manual on pages 15-20. If not, replace the vent system. DO NOT
use a draft hood with this heater. The MasterTemp heaters are capable of a 270-degree discharge rotation and with a
vent gas temperature less than 204° C (400° F). The total length of the horizontal run must not exceed the length that
is listed in Table 5 on page 17.

HEATER CLEARANCES — General Requirements
INDOOR INSTALLATION AND OUTDOOR SHELTER

The following clearances must be maintained from the nearest walls: (See Figure 19, 20 & 21)
TOP 15cm (6in) HEADER SIDE ....ooveeveicnne 15cm (6in.)
EXHAUST SIDE......coeeeeeeeereeenennee 15cm (6in.) DOOR PANELS* ....coveuveererrreennes 15cm (6in.)

Note (*) For service access it is advisable to allow for sufficient clearance on at least one door panel. The heater is
designed for installation on combustible flooring. For installation on carpeting, the heater must be mounted on a metal
or wood panel that extends at least 10 cm (4 in) beyond the base of the heater. Note: Wall sensitive to heat

(for example wood), must be protected by a suitable insulation. 1f the heater is installed in a closet or alcove, the
entire floor shall be covered by the panel. On an outdoor shelter installation, the exhaust discharges into a vent pipe.
Orient the heater so that the vent pipe does not interfere with adjustment of the operating controls. The control panel
located on the top panel can be rotated to any of the three sides of the heater for easy access. However, the control
panel must not be located on the side where the vent is located.

,—> —a
(*) For service access, it is advisable to allow for 15' Vent Cap and Chimney or Gas Vent
sufficient clearance on at least one door panel. c&m Riser Furnished
(6in) by Installer
Outlet Air
15 cm” Opening
cm
15 cm* (6 in)
~(6in) |
AT T
i/l
Fimuiis .
|_> g fp PENTAIR K
ﬁm WS”'?/G ; 1| —— Inlet Air
(10008398880300000 alven i Opening
15'cm : gy o
Figure 19. (©jn) Figure 20. 1

OUTSIDE VENT COVER REMOVAL
THE HEATER IS SUPPLIED FROM THE FACTORY WITH A BUILT-IN STACKLESS OUTSIDE VENT FOR OUTDOOR INSTAL-
LATION. REMOVE THE OUTSIDE VENT COVER FOR OUTDOOR SHELTER INSTALLATION.

COMBUSTION AIR SUPPLY

1 —

For indoor installation, the heater location must provide sufficient air supply for proper combustion and ventilation
of the surrounding are in accordance with European Standard Codes of Practice. The minimum requirements for
the air supply specify that the room in which a heater is installed should be provided with two permanent air supply
openings; one within 30 cm (12 in) of the ceiling, the other within 30 cm (12in) of the floor for combustion air, in
accordance with the European Standard Codes of Practice as applicable, and any local codes that may apply. These
openings shall directly, or through duct, connect to outdoor air.

Pentair Water Pool and Spa, Inc. does not recommend indoor installations that do not provide combustion
air from outside the building. (Continue on next page)

MasterTemp 125 Pool and Spa Heater Installation and User’s Guide
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COMBUSTION AIR SUPPLY (conTinueD)

Air Supply Requirements Guide for MasterTemp™ Heaters

Minimum Net Free Open Area for Each Opening*
(Square Inches/Centimeters)

All Air From Inside Building All Air From Outside Building
Model
Combustion Vent Combustion Vent
125 200 sq. in. 200 sq. in. 50 sq. in. 50 sq. in.
1290 cm? 1290 cm? 323 cm2. 323 cm?

* Area indicated is for one of two openings; one at floor level and one at the ceiling.

Table 4.

ACAUTION

warranty.

Chemicals should not be stored near the heater
installation. Combustion air can be contaminated
by corrosive chemical fumes which can void the

NOTE *:Vent must be at least 2.4 m (8 ft) away from
nearest vertical surface. Vents extending 1.5 m (5 ft)
or more above the roof must be braced or guyed.
Consultyourlocalcodeofficialsfordetailedinformation.

VENT INSTALLATION — INDOOR INSTALLATION OR OUTDOOR SHELTER
FLUEING MUST BE IN ACCORDANCE WITH EUROPEAN STANDARD CODES OF PRACTICE. Always
vent the heater to the outdoors (see above NOTE*). Vent the heater vertically using double wall vent connector pipe. Locate
the heater so as to minimize the length of horizontal venting and the number of vent elbows required. Horizontal vent
runs must slope to allow exhaust condensate to drain and it is recommended to have a condensate drain as described in
the venting installation instructions.

Direct Air Intake Duct with 76 mm (3 in - UK) PVC Pipe (Indoor Installation)

For indoor heater installations where combustion air supply might be insufficient, the MasterTemp Heater 125 is certified for a direct air
intake duct using a 76 mm (3 in - UK) PVC pipe (Pentair P/N 461031). If outside air is drawn through the PVC duct directly into the heater, the
PVC pipe can be installed in accordance with the following requirements: The air intake opening MUST be installed at least 30.5 cm (12in.)
above the roof line or normal snow levels for free air flow. The Category | or lll exhaust vent termination cap must have at least 1.8 m (6 ft.)
minimum vertical clearance from air intake duct. (See Figure 21 below).

A\ WARNING!

DO NOT USE PVC PIPE FOR FLUE EXHAUST VENT. FLUE EXHAUST VENT TEMPERATURES CAN BE IN EXCESS OF 204° C. FLUE
EXHAUST VENT MUST BE CATEGORY | or CATEGORY Il METAL VENT.

Flue Exhaust Vent
Cap and Riser
provided by installer

—

Side

Wall Vent

Figure 21.

Combustion Air Intake
76 mm (3”) PVC pipe
(Alternate Location)

./

\\
305 mm min. (12”)

Combustion PVC Air Intake 76 mm (3") Pipe
(Vertical or Horizontal)

NOTE
Each 90-degree elbow

No. of 90° Elbows Maximum Length in Meters (Ft) | | reduces the maximum
0 21 M (70 1t.) horizontal PVC air
1 18 M (58 ft.) intake duct run by
2 14 M (46 ft.) 3.6 m (12 ft.) and each
3 10M(341t) 45-degree elbow in
4 TM(221t) the PVC air intake

Flue Exhaust
Vent Cap

Chimney or Gas Vent
(Category | or llI)

(Alternate Location)

Combustion Air Intake
76 mm (3”) PVC pipe

duct run reduces
the maximum run by
1.8 m (6 ft.). See the
Table above for the

maximum lengths
using 90-degree
elbows.

=

i

&WARNING

DO NOT USE PVC PIPE FOR FLUE
EXHAUST VENT. FLUE EXHAUST VENT
TEMPERATURES CAN BE IN EXCESS OF
204°C. FLUE EXHAUST VENT MUST BE
CATEGORY | OR CATEGORY Il METALVENT.

1
|
|
i 914 mm
! (" min. (36”)
} ( [
AT i
ﬁﬂl cman
{f|aaas 152 mm 305 mm
=== [ Heater ||) min. (67) min. (12”)
e E
T —)
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HORIZONTAL OR VERTICAL VENTING - USING SINGLE-WALL STAINLESS
GAS VENT (SEE FIGURE 22, 23, & 24 ON PAGE 19)

Vent the heater either horizontally or vertically using an optional vent adapter of the 150 (6 in) or 102 mm (4 in) special
gas approved stainless steel vent pipes. Installation must be in accordance with all local codes and ordinances/or the
latest edition of the local code standards and/or local codes. The heater, when installed, must be electrically grounded
and bonded in accordance with local codes. Do not use a draft hood with this heater. Install the vent according to the
vent manufacturer’s detailed instructions. Note: Keep a 150 mm (6 in) minimum clearance between the vent pipe and
combustible surfaces. Follow the vent manufacturer’s instructions and code requirements. Do not place any insulating
materials around the vent or inside the required clear air space surrounding the vent. See Table 5 for maximum permissible
vent lengths.

NOTE
The allowable vent runs for each vent pipe diameter are different and can not be exceeded.
Each 90-degree elbow reduces the maximum horizontal vent run by 3.6 m (12 feet) and each 45-degree

elbow in the vent run reduces the maximum vent run by 1.8 m (6 feet). See Table 5 for the maximum vent
lengths using 90° elbows.

152 mm (6in.) or 102 mm (4 in)
Special Gas Vent (Vertical or Horizontal)*

No. of 90° Elbows Maximum Length in Feet (M)
0 11.6 m (38 ft.)
1 8 m (26 ft.)

Table 5. (*) Minimum vent length is 305 mm (1 ft.) or in accordance with vent manufacturer’s instruction, and local and
national codes. Horizontal vents 1 m (3 ft) or less in length do not require a condensate tee, but must slope down to-
ward the outlet at 2 cm to the meter (1/4 in / ft.) to allow condensate to drain.

NOTE

It is recommended that vent runs over 5.4 m (18 feet) may need to be insulated to reduce condensation related
problems and/or the use of a condensate trap in the vent run close to the heater may be necessary in certain
installations such as cold climates. Horizontal vents 1 m (3 ft) or less in length do not require a condensate tee.
The MasterTemp heater is suitable for through-the-wall venting.

Flue gases may escape into the dwelling with any cracks or loose joints in the vent pipe, or improper vent installation.
The vent pipe must be of a sealed-seam construction and for operating temperatures less than 204° C (400°F). Vent
pipe construction will be according to local code standards, approved non-corrosive material, such as stainless steel. A
condensate trap may be needed. The use of “Approved” thimbles, roof jacks and/or side vent terminals are required; and
the proper clearances to combustible materials must be maintained in accordance with type of vent pipe employed—in
the absence of a clearance recommendation by the vent pipe manufacturer, the requirements of the Uniform Mechanical
Code should be met. The ventilation air requirements for the MasterTemp heater can be found on page 18. It is
recommended that vent runs over 5.4 M (18 ft) may need to be insulated to reduce condensation related problems and/
or the use of a condensate trap in the vent run close to the heater may be necessary in certain installations such as cold
climates. Horizontal vents 1 M (3 ft) or less in length do not require a condensate tee. The MasterTemp heater is suitable
for through-the-wall venting.

NOTE: After installation, installer must check for correct and safe operation of the heater.

MasterTemp 125 Pool and Spa Heater Installation and User’s Guide
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CONNECTING SINGLE-WALL STAINLESS STEEL VENT TO THE HEATER
Metallic:

1.

Order an optional appliance adapter Kit, (Pentair offers optional appliance adapter kits, call our Customer Service dept.):
- Part No. 77707-0086 for Saf-T Vent® or Saf-T Ven™ CI. - Part No. 77707-0087 for Z-Vent. (UK only). To order
this optional adapter kit, please contact Pentair sales at Industriepark, Wolfstee, Toekomstlaan 30, 2200 Herentals -
Belgium.

Remove the outside vent cover.

Install the Appliance Adapter in the Vent Body of the heater (located under the outside Vent Cover). Before connecting
the Appliance Adapter to the Vent Body, wet a clean cloth or paper towel with isopropyl alcohol (rubbing alcohol)
and vigorously wipe the socket of the Vent Body. Immediately wipe the cleaned surfaces dry with a clean cloth or
paper towel. Repeat for the exterior of the heater end of the Appliance Adapter. Attach the appliance adapter to the
vent body using the adhesive specified by the vent manufacturer, following the vent manufacturer’s instructions.

AWARNING

Risk of carbon monoxide poisoningifadapterisimproperly attached. Mechanical connections (such as screws) can cause
crackingandleaksintheadapter.DoNQOTdrillholesorusescrewstoconnecttheapplianceadaptertotheheaterventbody.
Attach with manufacturer’s specified adhesive.

AWARNING

Risk of fire orasphyxiation if ventis notassembled according to manufacturer’sinstructions orif vent parts from different
manufacturersaremixed.Ventpartsfromdifferentmanufacturers ARENOTinterchangeable.Mixing partsfrommorethan
onemanufacturermaycauseleaksordamagetovent.Wheninstallingavent, pickonemanufacturerandbesurethatallvent
partscomefromthatmanufacturerandarespecifiedbythemanufacturerforyoursystem.Followmanufacturer'sinstructions
and local code requirements carefully during assembly and installation.

Install vent pipe so that it can expand and contract freely as the temperature changes. Support the vent pipe according
to applicable codes and vent manufacturer’s instructions. Pipe support must allow the vent pipe free movement out
and back, from side to side, or up and down as necessary, without putting a strain on the heater or vent body. It is
recommended to slope the horizontal pipe down to condensate trap at least 2cm/m (1/4 in per foot). Install “Approved”
condensate drains at low points where condensate might collect. Plumb condensate drains to a drain through hard
piping or high-temperature tubing such as silicone rubber or EPDM rubber — do not use vinyl or other low temperature
tubing. Follow drain manufacturer’s installation instructions.

Use an “Approved” fire stop for floor and ceiling penetrations. Use an “Approved” thimble for wall penetrations.
Use an “Approved” roof flashing, roof jack, or roof thimble for all roof penetrations. Do not fill the space around
the vent (that is, the clear air space in the thimble or fire stop) with insulation. The roof opening must be located so
that the vent is vertical.

Vent Termination — Vertical (See Figure 22, 23, & 24), for height of vent termination above the roof. Use an
“Approved” vent terminal specified by local and national codes and your manufacturer’s instructions. A roof
termination must be vertical.

Make sure entire installation is sealed according to approved standard.
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Vent Cap and | | =—— Chimney or Gas Vent l;:ll )
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7 |7 , \ Max. 305 mm (12
o Y < 1.2 m (4 ft):Hl:n. 1.2 m (4 ftgmln. —> <_Min.76 mm (3 in
Vent Vent
Termination A . Termination & Vent
% v 1.2 m (4 £ft) Mig Termination
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¢ D: | " 0.3m (1 ft) min.
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/\ .
m min At least 2 m (7 ft
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above sow d ; Gas Meter to public
! Forced Air
finished grade Inlet . o . walkways
(whicever is 76 Imm (3 1nl)rmmmmleaamce if
higher) horizontal dlsltanc.e to
exhaust opening i les
than 3 m (11 ft).
Figure 24.

8. Vent Termination — Horizontal
The terminal must be located (See Figure 23):
* atleast 76 mm (3 in) and at most 305 mm (12 in) out from the wall (see Figure 24), following the vent manufacturer’s
instructions
* atleast 304 mm (12 in) above finished grade or the normally expected snow accumulation level, whichever is higher
* at least 1.2 M (4 ft) below or horizontally from, or 0.3 M (1 ft) above, any doors or windows or gravity air inlet to
a building
* at least 0.9 M (3 ft) above any forced air inlet located within 3 M (10 ft)
* at least 1.2 M (4 ft) horizontally from electric meters, gas meters, regulators and relief equipment
* at least 2.1M (7 ft) above grade adjacent to walkways or similar traffic areas
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Corrosive Vapors and Possible Causes

Area

Likely Contaminants

Chlorinated swimming
pools and spas

Pool or spa cleaning chemicals. Acids, such as hydrochloric or muriatic acid.

New construction and
remodeling areas

Glues and cements, construction adhesives, paints, varnishes, and paint and
varnish strippers. Waxes and cleaners containing calcium or sodium chloride.

Beauty parlors

Permanent wave solutions, bleaches, aerosol cans containing chlorocarbons or
fluorocarbons.

Refrigeration plants or
various industrial fin-
ishing and processing
plants

Refrigerants, acids, glues and cements, construction adhesives.

Dry cleaning and laundry
areas

Bleaches, detergents, or laundry soaps containing chlorine. Waxes and clean-
ers containing chlorine, calcium or sodium chloride.

CONTROL PANEL INDEXING

On an outdoor shelter installation, the exhaust discharges into a vent pipe.
Orient the heater so that the vent pipe does not interfere with adjustment of the fopPanel

operating controls. The control panel located on the top panel can be rotated to —
any of the three sides of the heater for easy access, see Figure 25. ~ Py

1. Remove the bolts from the door panels. Remove both door access panels.
2. Remove the four corner nuts that secure the top panel. Lift the top panel wwﬂﬂ”‘
upward to remove the top panel.

3. Rotate the top panel to the desired position located at 90° angles. Note that /
the control panel must NOT be located on the side where the vent is located. |

4. Replace the top panel down onto the side panels. Be sure that there are no

Door Acess Panel

wires caught under the panel.

5. Secure the top panel using the four corner nuts.

6. Reattach the door access panels. Figure 25.

FINAL INSTALLATION CHECK BoXDown BradetK,
After installation, the installer MUST test and check that the heater is operating and

functioning properly.

ForHeaterm ounthg
bols and clhm ps,
purchae separdely

PartNo.460738.

Some building codes require that the heater be anchored to the equipment pad or platform to Lead» @

withstand high wind pressures created during hurricanes. A Bolt Down Bracket Kit, P/N 460738,
is available with anchor clamps designed to hold the unit to the equipment pad in high wind
conditions, see Figure 26. Installation of the anchor clamps are recommended in all installations.

Anchor

Figure 26.
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ELECTRICAL CONNECTIONS

Electrical Rating 50 Hz 240 Volts AC, single phase.

/NCAUTION

This heater is designed to operate at 240 VAC. It is not recommended to be connected to OR operate on a 208 VAC.

NOTE
Ifany of the original wiring supplied with thisheater mustbereplaced, installermust supply (1.16 mm, 600V, 105°C, IEC
approved low energy stranded) copper wire or it’s equivalent.

Please read the boxes headed “IMPORTANT! READ ME FIRST!” on pages 25 and 29 before proceeding.

1. All wiring must be in accordance with all applicable codes

and lm '

must be wired by a licensed electrician to the ’ 240Y |

European Standard Codes of Practice wiring rules.

2. The heater, when installed, must be electrically grounded
and bonded in accordance with European Standard Codes
of Practice. A bonding lug is provided on the outside of the
panel under the vent for this purpose.

3. Electrical power circuits to the pool heater must follow
European Standard Codes of Practice.

4. All wiring between the heater and devices not attached to it, or
between separate devices which are installed in the field, must
be “Type T” wire rated for 35°C rise.

5. The filter pump should run continuously when the heater
is on, and for at least 15 minutes after the heater turns off. AC Plug
. . A . . 240 1t

Any switches in the pump circuit (including circuit breakers)

that can disconnect the pump must also disconnect the heater.

6. Do not wire single-pole switches, including protective devices, |
into a grounded line. The heater is not sensitive to polarity. Figure 27. Fireman’s Switch Jumper

Use the provided waterproof wire nuts when connecting the power supply.

A time clock controlling the filter pump should have a low-voltage Fireman’s Switch that switches off the heater at least
15 minutes before shutting off the pump.

CONNECTION OF FIREMAN'S SWITCH OR REMOTE CONTROL
/NCAUTION

If, while there is line voltage connected to the heater, you touch either line voltage terminal with any 24VAC wire that
is connected to the control board (including the Fireman'’s Switch jumper), you willimmediately destroy the control
board and void the warranty.
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REMOTE CONTROL CONNECTIONS

1. Switch off power to heater at main circuit breaker panel.

2. Unbolt and remove the access door panels.

3. Open control box cover (see Figure 28).

4a. To connect a 2-Wire Control (such as Pentair’s IntelliTouch™ or EasyTouch™ Control Systems) or a timer:

- Remove the factory installed jumper from the Fireman’s Switch terminals. (See Figure 27 on page 21).

- Connect wires between the Fireman’s Switch terminals on the heater and the relay. Connect wires from the
controller or timer to the Fireman’s Switch. Controller, timer or relay should be sized to handle 24VAC at 0.5
Amp (because it will be completing the 24VAC control board circuit on the heater as shown in Figure 30). DO
NOT apply line voltage to the Fireman’s Switch terminals. Use 18 gauge (1.16 mm) wire with a minimum 1.2
mm (3/64 in.) thick insulation rated for a temperature rise of at least 105° C.

- Knock-outs are provided to route the wires through the bottom of the control box and past the junction box.

Figure 28.

4b. To connect a 3-Wire Control:

- Connect wires between the control board terminals on the heater and the external relays, as shown in Figure 30
on page 26. Use at least 2 relays per heater, to allow for an “OFF setting” on each heater mode. Select relays
that can handle logic level switching. DO NOT apply line voltage to control board terminals.

- Move jumper (as shown in Figure 30 on page 23) to enable external control and to disable the heater membrane
pad’s “Pool ON” and “Spa ON” buttons (the “OFF” key on the membrane pad remains functional).

- Knock-outs are provided to route the wires through the bottom and the top of the control box and past the junction
box.

5. Close control box cover.
6. Re-install the access door panels.

To control heaters that are operated in parallel, connect wiring at same locations on heater as 2-Wire or 3-Wire Control.
It is imperative that each control circuit is isolated from the other control circuits, to avoid that current will flow from
one heater to another through the control circuits.

NOTICE: The fuse for the Fireman’s Switch is a 1.25 Amp 31.75 mm x 6.35 mm fast blow fuse, which is commonly
available.
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MASTERTEMP WIRING DIAGRAM
(3-WIRE SYSTEM)
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MASTERTEMP WIRING DIAGRAM

(3-WIRE SYSTEM)

Figure 30.
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ARE CONNECTED ON THE IGNITION MODULE.

2.) A PIN AND SOCKET CONNEC TOR.

3.) IF ANY OFTHE ORIGINALWIRES AS SUPPLIED
WITH THE APPLIANCE MUST BE REPLACED,
THEY MUST BE REPLACED WITH TYPE 105 C

OR ITS RUNALENT.
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Section 3: Troubleshooting

Initial Troubleshooting

OnlyqualifiédaineserviceechniciawmstlappropriatestquipmentshoulderviceheheaterRemember
thatlpars ofthesystemaffecheatepperatioBeforstartinthisroubleshootpngceduragake surethat
thepump isrunningorrectihatherarenoblockagesnthesystemthatthevalvearecorrectdgtandthat
thetimeclock scorrectdgtand isrunning.

IMPORTANT! READ ME FIRST!

READ THE FOLLOWING CAREFULLY:
1. Check the line voltage to your heater. This heater operartes
on 240 Vols AC.
2. Remove the covers and check the 12-pin plug in the back|of
the controlbox.The plig m ustm atch the volage n the heatercicui.
3.If the 12-pin plug is not plugged into the Wawk, of the ¢ontrol
plig h the RED 240 volt plug.

Start here for directions to specific Troublesho

Y

Isvgreen“POOL”or“SPA" NO Go tochar®HEATER WILL
LED Son? »| NOT FIRE -A
(Page26)

l YES
Isred“SERVICE SYSTEM” YES o tochartHEATER WILL
LED “on? » NOT FIRE-B

(Page27)
NO
Y Areanyreddiagnos-
“ V YES ti&ED’s on backof YES Go tospecifsafetgwitch
iErDe‘c‘ioi'E?RVICE HEATER » board(AGS,AFS, » troubleshootdahgrt
SFS, HLS, PS or (Pages 30 & 31)
THERMIST OR) “on”
NO A
Y
NO
Turnoffpowertoheaterfor
aboutb secondsand turn -
backon.Make suretempera
tursettingabovewater
temperatur@ aitneminute
Do anydiagnostiED’s on YES
backofboard(AGS, AFS,
SFS, HLS, PS, or
ziiig;gn%m come “on NO Does red“SERVICE YES Go tochartHEATER WILL
» HEA TER” LED come » NOT FIRE-C”

NOTILE :Anyorallofthe diag- “on” (Page?28)
nostic LED s m ay com e ‘bn”
m om entarly when you tum on
the powerto the heater. NO

Y

Verifthawatertemperatursetting
abovewatertemperatuneeadindglfitis,
andheateritherilidotfirerno red
LED’s come “on”yeplac€ontroBRoard.

AWARNINGH az7ardous volage.Can shock,bum orkill A WARNINGF e and Expbsin hazar. Do not jim per

D isconnectpow erbefore serwichg any com ponents. sw ich em halk o mmedy a aied safety sw ich.
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Heater Will Not Fire -

Start

Isgreen“SHA”or NO

A

Y

“POOL” LED “on”

YES

Check thatthe 12-ph

Depress“POOL” or“"SFA” ON

YES

buttoon Membrane Pad.
Does “POOL” or“SEA”LED

come on-?
+ NO

prlg & nstaled (=d <
240V)

Check fod imvoldge t©

NO

\

Heatermshouldiren demand
forheat.

heater

NO

Y

Y

Iblugisnotinsalled:
Insall thé0Vplugin
120V circuiReplace
transformer, controll

YES

module (see "HEATER
WILL NOT FIRE-C and|
-D", Pages 37 and 38| .

Check fo24 VAC atsec
ondarywfTmnsformer

y NO

board and ignition [contr }3

NO

Restoreowertoheater

Check fod.ineVolage
etweenLl and L2 terminal
on ®rminakoard.

*YES

Check fuse and all
other 24V component|s
for damage.

Whiteconnecs toPin3 on

OrangetoPinl.

Check fodineVolage at

NO

Y

Checkwiringonnections
betweenpowersupplgnd
JuncticBox andbetween
JunctidBox and ®rminal
Boardyrestoreontinuity

Transformearimarpins

Transformg®lacktoPin2,

YES

Checkwiringonnections
between drminaBoardand
Transformeprimargnd
restoreontinuity

240V:checkPinltoPin3.

Y

m em brane pad.Does “SPA”or

Jum perFiem an’s Swich at

YES

Y

Replacelmansformer

Tem halBoar and depress
‘POOL”"0or ' SPA”ON bution on

‘POOL”LED come ‘on’?

YES

y Mo

Leavingumperinplace,

NO

Y

Check Fiem an’s Sw ich cicui
connectons (dn e cbck, w g,
extemalcontolerehy).

checkfor24 VAC between
Firemarsg Switclerminals
andground.

Y

NO

Y

Remove jumpexrCheckribbon
cableconnectidretween
Membrane Pad and J6 on
ControRBoard Depress

YES

Y

Remove jumperCheckwirin
betweenTmansformeand J7
terminabs Controkoard
andbetweend7 and
Firemarsg Switclon ®rminal
Board,checkfuseand
restoreontinuity

“POOL” or"SPA”On pad
againDoes “POOL” or“"SPA”
LED come on?

Y

GO TO
“HEATER WILLNOT FIRE-B”
Page 27

YES

Heatershouldiren
demand fotheat.

Jumperpinss and5 on J6of
Controkoard Does “SPA”
LED come on?

NO

\

Replacalembrane Pad.

Jumperpinst and 4 on J6 of
ControRoard Does “POOL"”
LED come on?
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Heater Will

Start

Isred“SERVICE

HEA TER” LED “on”

Not

Fire B

YES

NO Isred“SERVICE SYSTEM” NO IncreasBOOL/SPA tempera-
™ 1ED on? > turesettirmpn Membrane
Pad aboveactuatatertem-
YES peraturdeatershouldire
Y on demand foteat Ifmot,
Verifthatpump ison,filtisr andno otheredLED’s 1ight,
notblockedgnd thewater NO replacéontroRoard.
flowisabovetheminimum
requirement
y YES _ | Servicpump/filtexdelimi-
Withpump runningdjust " | nateotherflowbstructions
W atePressuré&witcho
lowempressurantilSER-
»| VICE SYSTEM” LED goes YES
out. Thererifghat'SER- »| Heatershouldiren calbr
VICE SYSTEM” LED goeson heatRe-verifhawaterflow
withpump off. isaboveminimumrequire-
ment.
y NO
Minimum Flow Requirements
Checkthawatempressurd NO
withinheadjustmentangeof Model Flow
thePressur&witch(0-35 kPa) .
200HD 160 LPM
300HD 200 LPM
YES 400HD 240 LPM
VerifthatswitcwiringsOK
CONTINUE and Pressur&witclports
notblockedgnd replace
waterPressuréwitch. Ifwatemressurésoutsideof
»| adjustmentangethatwill
openswitclwitlpump off
andcloseswitchlithpump
on,replacwithflowswitch
setaboveminimum f 1w
requirement
Minimum Flow Requirements
Model Flow
200HD 160 LPM
300HD 200 LPM
400HD 240 LPM
Checkwhethemnyofthe
reddiagnostLED’s on back YES Go to“DiagnostLED’s”,

Y

ofboard(AGS,AFS, SFS,
HLS orPS) are“on”

NO

GO TO
“HEATER WILLNOT FIRE-C”
Page 28

(Pages30 and 31)
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Heater Will Not Fire

Start

IsS“SERVICE HEATER” LED
\\On/l ?

C

NO

Y

YES

\

Turnoff powerto
heateirfoib seconds,
and turmbackon.
Make suretempera

Go to“INITIA
TROUBLESHOOTING”

Continuéoobservéieater
forseveraminutesCycle
heateon andoffsevera
timesObservefodelayedr
roughignitipmprcombus-
tiomprematurextinctiam
flamegvidencefboilinoy
operatiamrfanydiagnostic
LED. Go topertinehton
bleshootimsgctionfny
malfunctidsobserved.

ReplaceControBoard.

FixwiringetweenVAL and

GND terminabfIgnition
ControModuleandControl
Board.

Veriftyhatgas suppliysopen
altheway toGas Valveand
Gas Valvelssetat“on”
position.

Check fo4 VAC toGas
Valvecerminalsirindggnitig
tryWVoldge appearsabout24
secondsaftexralfoteat) .
SEE NOTE 2.

* YES

ReplaceGas Valvenith
identigealrt.

\]

betweenGAS termi-
nalson Control
Board SEE NOTE 2.

Fixwiringetween THnd
GND terminabfIgnitio
ControModuleandControl
Board.

tureettingabove
1 14
Ifanyreddiagnosti&D’s NO watertemperature. YES
(AGS,AFS, SFS, HLS, PS, or < W aibneminute. -
THERMIST OR) come “on”go '
totoPages 30 and 31. Does heaterfirend
stayon?
CONTINUE
/
NO NO
Didburnefiretall? »| DidBlowercome on? >
y YES y YES
Go to“BURNER Verifghagasisflow | NO
TROUBLESHOOTING” ingtoburneduring >
(Page32) ignitionyObserve
gasmeterfomove-
mentdurindggnition
i NO
Go to“HEATER WILL NOT YES trywaifombout30
FIRE-D”(Page31) < secondsaftercalling
B fomheat) .
ReplacelgnitiGantrol Check fo24 VAC
Module. YES | between THand GND
terminabs Ignitio [<€
+ NO ControModule.
Check fo24 VAC between SEE NOTE 1.
VAL andGND terminabs B { NO vES
IgnitiGantroModule. -
SEE NOTE 2. Check for4 VAC
* YES between THnd GND
terminabs Contrad NO
Check fo4 VAC between YES Board SEE NOTE 1. -~
VAL andGND terminabs >
ControRoard SEE NOTE 2.
Check fo4 VAC
y NO YES

ReplaceControkoard.

y NoO

ReplaceControl
Board.
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FixwiringetweenGAS tex
minal®n ControRoardand
Gas Valve.

NOTE 1l:Volage appearsimmedi
atelgfteralfotheat andmay be
on foonlybout30 seconds.

NOTE 2:Volage appearsbout24
secondsafferralfotheat andmay
be on fomnlwbout?7 seconds.
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Heater Will Not Fire - D

IMPORTANT! READ ME FIRST!

IMPORTANT! READ ME FIRST!

Ifyourheaterscorrectdgnnectedo240 Volts AC, the meterwilteadeithe® VAC or240VAC. IfourICM s
IgnitiGaontroModule (ICM)wildonverthe240VAC t© good,youmeterwilieadsome volage between0 and
an intermittemtsecotheignitd® igatmetersdon’ tead 240 VAC. Exactlwhatreadingougetwildependon the
thisypeofsignadell (Ananalogneterwildivea bette meteybutwitla goodICM, thereadingon’ tbe 0 VAC or
readinghana dig@almeter)lffheICM isbad,yourvolt- 240 VAC, butsomewhereinbetween.
Start

fl ing i
f?imry%‘iﬁi;:ggm NO | Go backtochart'HEATER WILL
SO " | NOT FIRE-C”(Page28) .
doesnotfire. © C"(Page28)
YES

Checkvoldge across YES YES .

: : > ? —_—

ignitaéeads@K? Checkgaspressure®K ReplaceHSI Ignike

NO NO
/
‘ Y
Replacelgnition Increasgas flowintheater:
ControModule. . .
* Replaceggaslin@ithlarger

line;
* Replaceregulator;
* Replacaneterpr
* Albftheabove.
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Diagnostic

LED

's:

AGS, AFS,

EETTE

ReplacdiighLimit
Switch(HLS) or
AutomatiBas
Shutof (AGS)

Verifthawaterflowateas
aboveminimumrequirer
heater

HLS,

NO

Y

PS,

THERMISTOE

YES

A

CONTINUE

Verifthatinlaetatertemper
aturd sbelow-40°C.

NO

Servicpump and filter
restoreroperflw.Afferser—
vicinggriforopewperatno
ofPressur&witch(PS) .

Ibroblempersistverifpropewperatiamtfintern8ypassValve
and ThermaGovernorandcheckforleatExchangemlockage.

Verifthatwiring

OK andpressur@p
isnotblockedRe-
placeéressur8witch

<

Verifthawaterflowates
aboveminimumrequiredr
heater

NO

Y

ReplacethermistorContra
Boardtocorreaciverheating

co

| YES

Y

Servicpump and filter
restoyeroper lw.

CONTINUE
Y

NTNUE

AdjusW aterPressuréwitchoclosevitlpump runningndopenwith

pump off.

Does Bloweroperate?

YES

I

*NO

Disconnecklowerand check
fodinsoldge betweenpins
1 and 3 ofBlowerConnector
on ignitibny

+NO

Check fo4 VAC between
24 VAC andGND terminal
on IgnitiGantroModuleon
ignitionyCheck thatIND
wireliscorrectdgnnected.

y_no

Verifgorrect
connectiamfwiringetween
24 VAC and IND terminabs
IgnitidantroModuleand
ControRoard,andreplace
ControRoard.

Connectcorrectdryd retry
Does Blowerstart?

ReplaceBlower - rES
Verifthawire®8M
andF1l arecorrectly
connecteadtthe YES
terminasltripsee -
HeaterConnection | _
DiagrampPage 23).
NO
YES

Y >
Disconnectired'l __NO
andF2 fromIgnition|
ControModuleand NO
shorthemtogether -
Does Blowercome < NO
on?

| YES

ReplaceBlowexrDoes Blower
starton ignitibny?

ReplacelgnitiGantrol
Module.

THERMISTOR "on"

Verify Thermiwtorndf
OK, replace Thermistor

Veriftyhattherdsnoblock
age inBlowerindke,Heat
Exchangerandexhaust.

Verifgorreatonnectiarf
wiringndthafpressur&@ps
toAFS areOK.

VerifthatwvinytubingoAFS
andBlowerisnotmisrouted,
kinkedgdisconnectedy
punctured.

ReplacdirFrlowSwitch
(AFS) .

Iforoblempersisfreplace
Blower

remedya faileswitch

ACAUTIONDO not jumper a safety switch to NOTE: ES1 isa spareandshouldbe jumpered.
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Diagnostic LED's: SFS

CheckHeatExchanger NO
Coilfordeaks}imingpot, [ ]
orlowflw.
Heaterstars and runsOK, * YES A
buttemperatursfexhaust
climb£0204°-260°C in | 'S | Check Thermal
3-5 minutes. Regulatofpen at
48.9°C?
NO NO YES NO | ReplaceHeater
Y Y (HD ) | Membrane Pad.
Heaterstars aftemseveral Correcproblem; DONE
triesxhausttemperature Heatermshouldirze
staysbelowl2l.1°C. A
OR NO
Heateroesn’sartatall YES
(exhauss@yscold) . » Check Thermal-Regulatpqy:
Seats correctly? Y
Replacdieater
Check pressure and volim e < controfioard.
offuelsupply NOT OX DONE
OK
/ CorrecEuelSuppl, reset
Heatemndretz{leater
Disconnecthesensomnd shouldireorrectly
checkcontinuigdgrossis
terminalResistmce NO
shoulde 3.5-4 Mlega- [® y
ohms. NO ResetpowertoHeatemnd
1= open circuly _>< ReplaceStackFlueSensor retrfleatershouldire.
0= shorted. *
DONE
Does sensorheckOK? ° NO
ResetpowertoHeatemnd Y
YES retryleatesshouldire. CheckHeatExchangexoiIfor
Check continuitrwiring NO leaks}imingpotprlowflow
harnes$etweenControl |
Boardand Probe.
1 1 2
continui®ys Repeatcheckson fuel » Rephce HeaterContrmolBoar.
supply ThermaHlegulater
NO e
Y checkfororrearifices, y DONE
etc.
ChecktheJ3andJé ) ] ResetpowertoHeatemnd
connectorfororrosion \ vES retrfleatershouldire.
loosenesen themale
pins. NO » Does theDigtal y NO
VES Temperatur®isplaghow NO
Y Errofode “EO50r “EQG? Sasic) Rephce HeaterM em brane Pad.
Clean/tightpdmsas A DONE
needed. Y
ResetpowertoHeatemnd
DONE i
\i retrfieatershouldire.
ResetpowertoHeater NO
and retrfeatershoud
fire.
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Burner Troubleshooting

SYMPTOM CAUSE REMEDY
Loud,high-pitchedine. Flameistoorich. Verfy pressurtapbetweengasvale
andblowernlet
Seepagell andverfy thatthe gas
regulateettingsl.l + 0.5 mbar.
Contact a qualified technician
agency to replace the gas orif
Flameis“fluttéry Flameistoolean. Seepagel0 andverfy thatthe gas
Exhausmay have acrid regulateettingsl.l * Ombar
smelbrburnem ay fail
tostaylt. Contact a qualified technician
agency to replace the gas orif
Combustiomppears Flamecurrentsnot Checkfomwet ordamaged ignitemth
normal putflamedoes beingsensed. lowresistantegroundReplacerith
notstaylt. new igniter
Verfy burnerflameholddspropeyl
grounded.
Replacdgniti@ontroModule.
Heat Exchanger Troubleshooting
SYMPTOM CAUSE REMEDY

Boilng inheatexchanger

Maybe accompaniedy
“bumping’sounds.

Low waterflowtoheater

Heatexchangerplugged.

Bypassvale stuclopen.

Thermalgovemorstuck
closed.

Servicpump andor fiter

ServickeatexchangexXorrecwater
chemistry

Servickeypassvale.

Replacéhermalgovemor

Sweathg.

Thermalgovemorfailed.

Replacé¢hermalgovemorn
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Section 4: Maintenance Instructions

CARE AND MAINTENANCE

AWARNING

DO NOT interfere with any sealed components. This must be done by a qualified service professional.

RISK OF FIRE or explosion from flammable vapors. Do not store gasoline, cleaning fluids, varnishes,
paints, or other volatile flammable liquids near heater or in the same room with heater.

The following maintenance is recommended every six months and at the start of every swimming season:

1. Inspect the heater panels and venting system to make sure that there are no obstructions to the flow of ventilating air or burner
exhaust.

2. Keep the area in and around the heater clear and free from combustible materials, gasoline and other flammable vapors and
corrosive liquids.

3. [If applicable, test the operation of the pressure relief valve by lifting the valve lever. (See below for “PRESSURE RELIEF
VALVE” instructions.)

4. Test for proper operation of the pressure switch. (See “WATER PRESSURE SWITCH?” for testing instructions.)

5. Check pipe and fittings for cracks or breaks. The combustion air blower is permanently lubricated, and does not require
periodic lubrication. The burner does not require maintenance or adjustment by the user. Call a qualified service technician
if you suspect that the burner may require maintenance.

DE-LIMING THE HEATER

AWARNING
——

Q Working with muriaticacid can be dangerous.When cleaning elements always wear rubber gloves and eye
@ protection.Addacidtowater,donotaddwatertoacid.Splashingorspillingacidcancauseseverepersonalinjury
and/or property damage.

Should a heater require de-liming, this may be accomplished by circulating a solution of 30% Muriatic Acid. This process should
only be performed by a person of sufficient skill. The heater MUST be disconnected from the pool plumbing, gas plumbing, and
electric. The heater may be placed on its side with the water manifold “up”. The diluted muriatic acid may be recirculated until
visible bubbles are no longer produced. Before being restored to service, the heater water ways should be completely rinsed with
regular tap water.

PRESSURE RELIEF VALVE

Local codes may require installation of a pressure relief valve (PRV). Purchase
separately and install a 19 mm (.75 in) pressure relief valve complying with the local
Plumbing Codes, having a capacity equal to the Mega Joule (MJ/hr) rating of the heater.
The relief pressure of the valve MUST NOT EXCEED 344 kPa. The relief valve must be
installed vertically. To install the valve, use a 19 mm x 89 mm (.75 x 3.5 in) brass nipple at
the manifold, the two brass elbows and nipples are (user supplied), as illustrated in Figure
32. DO NOT place any valve between the manifold adapter and the relief valve.

To avoid water damage or scalding from operation of the relief valve, install a drain pipe
in the outlet of the pressure relief valve that will direct water discharging from the valve

to a safe place for disposal. Do not install any reducing couplings or valves in the drain - Drill thru thedi®y EBhen
. . . . . use a 19 mm BIBSS.Nlpple and
pipe. The drain pipe must be installed so as to allow complete drainage from the valve Blbow (user supplieds £
nstallation.

and drain line. The relief valve should be tested at least once a year by lifting the Figure 31.
valve lever.

/NWARNING

Explosionhazard. Anyheaterinstalled withrestrictivedevicesinthe piping systemdownstreamfromtheheater, (including
checkvalves,isolationvalves,flownozzles,ortherapeuticpoolvalving), musthaveareliefvalveinstalledasdescribedabove.
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AFTER START-UP
CHECKING WATER FLOW

AWARNING

Fireorfloodinghazard.Iftheunitoverheatsand theburnerfailstoshutoff, followinstructionsunder“ToTurn Off Gastothe
Appliance”, page 4, and call a qualified service technician to repair unit.

After start-up, the outlet water pipe should feel slightly warmer than the inlet pipe. If it feels hot, or if you hear the water in the heater
boiling, there may not be enough water flow to the appliance. Make sure that the filter is not plugged. If water temperature remains

high but the unit continues to operate, turn off the appliance and call your service technician.

SPRING AND FALL OPERATION

If the pool is only used occasionally, lower the pool thermostat to 20° C (68° F) and leave the heater on. This will keep the pool and
the surrounding ground warm enough so that the heater should restore the pool to a comfortable temperature within about one day.

WINTER OPERATION

/ANCAUTION

- Operating this heater continuously at water temperatures below 20° C (68° F.) will cause harmful condensation and willdamage
the heater and void the warranty.

. If the heater has been drained for freezing condition, do NOT turn “ON” until the system is circulating water.

Water trapped in the heat exchanger can result in freeze damage to the exchanger or headers. Freeze damage is specifically not
covered by the warranty.

- When starting the heater for the swimming season with a water temperature below 10° C (50° F), the heater may be used to heat
the water; however, make sure that the heater operates continuously until the water temperature reaches the heater’s minjmum
setting of 20° C (68° F). During cold weather, if there is no danger of freezing, operate the filter pump continuously even if the
heater is not operating. If air temperatures are expected to drop below freezing 0° C (32°F), shut down the heater and winterize it

For outdoor heaters in freezing climates, shut the heater down and drain it for winter as follows:
1. Turn off electrical supply to the heater and pump.
2. Close the external manual shut-off gas valve (located outside the heater).

3. In colder climates where they may be required, open drain cock located on the bottom of the manifold adapter, and drain the
heat exchanger and manifold adapter completely. If heater is below pool water level, be sure to close isolation valves to prevent
draining the pool (isolation valves are not required and should not be used on heaters installed above pool water level except
when needed for winterizing valves). Assist the draining by blowing out the heat exchanger through the pressure switch fitting

with low pressure compressed air (less than 35 kPa or 5 PSI).

AWARNING

Explosion hazard.Purgingthe systemwith compressed air can cause componentstoexplode, withrisk of severeinjury or
deathtoanyonenearby.Useonlyalow pressure (below 35kPaor 5 PSI), high volumeblowerwhen air purging the heater,
pump, filter, or piping.

4. Remove the Water Pressure Switch. Plug the port in the manifold to prevent bugs and dirt from getting into the manifold.

5. Drain the plastic inlet/outlet manifold through the outlet pipe. If the pipe does not drain naturally to the pool, install a drain cock
in the outlet pipe to drain the manifold.

6. Cover air inlet grate with a plastic bag to prevent bugs, leaves, etc., from getting into the heater.

NOTICE: Water trapped in the heater can cause freeze damage. Allowing the heater to freeze voids the warranty.
To return the heater to service after winterizing:

1. Close drain cock and fittings.

2. Before starting the heater, circulate water through the heater for several minutes until all air noises stop. See also “BEFORE
START-UPAND OPERATION” (page 3) and “CARE AND MAINTENANCE” (page 33).

(See additional notes under Important Notices in Introduction.)
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MAINTAINING POOL TEMPERATURE

To maintain pool temperature, make sure that the heater switch and valving are reset to pool settings after using the spa.

ENERGY SAVING TIPS

1. Keep the pool or spa covered when not in use. This will reduce heating costs, reduce water evaporation, conserve
chemicals and reduce load on the filtering system.

2. Reduce pool thermostat to 26° C (78° F) or lower; reduce spa temperature to 38° C (100° F). This is accepted as
being the most healthy temperature for swimming by the American Red Cross.

3. Use a time clock to start the filter pump at 6 AM or later. The swimming pool loses less heat after daybreak.

4. For pools used only on weekends, lower the thermostat setting by 12° C to 9° C (10° F to 15° F) during the week to
reduce heat loss. A properly sized heater will restore normal temperature within one day.

5. Turn the heater off when the pool will not be used for an extended period.

6. Follow a regular program of preventive maintenance for the heater each new swimming season. Check operation of
the heater and its controls.

CHEMICAL BALANCE
POOL AND SPA WATER

Your Pentair pool heater was designed specifically for your spa or pool and will give you many years of trouble-free
service, provided you keep your water chemistry in proper condition.

Water chemistry should follow good swimming pool water chemistry practices. When using a chlorinator, install it down
stream from the heater and at a lower level than the heater outlet. Install a corrosion resistant positive seal “Check Valve”,
(P/N R172288), between the heater and the chlorinator to prevent concentrated chemicals from back-siphoning into the
heater. Back-siphoning is most likely to occur when the pump stops, creating a pressure-suction differential. Do NOT
sanitize the pool by putting chlorine tablets or sticks into the skimmer(s). When the pump is off, this will cause a high
concentration of chlorine to enter the heater, which could cause corrosion damage to the heat exchanger.

Three major items that can cause problems with your pool heater are: improper pH, disinfectant residual, and total
alkalinity. These items, if not kept properly balanced, can shorten the life of the heater and cause permanent damage.

/ANCAUTION

Heat exchanger damage resulting from chemical imbalance is not covered by the warranty.

WHAT A DISINFECTANT DOES

Two pool guests you do not want are algae and bacteria. To get rid of them and make pool water sanitary for swimming
- as well as to improve the water’s taste, odor and clarity - some sort of disinfectant must be used.

Chlorine and bromine are universally approved by health authorities and are accepted disinfecting agents for bacteria
control.

WHAT IS A DISINFECTANT RESIDUAL?

When you add chlorine or bromine to the pool water, a portion of the disinfectant will be consumed in the process
of destroying bacteria, algae and other oxidizable materials. The disinfectant remaining is called chlorine residual or
bromine residual. You can determine the disinfectant residual of your pool water with a reliable test kit, available from
your local pool supply store.

You must maintain a disinfectant residual level adequate enough to assure a continuous kill of bacteria or virus introduced
into pool water by swimmers, through the air, from dust, rain or other sources.
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CHEMICAL BALANCE, (continued)

It is wise to test pool water regularly. Never allow chlorine residual to drop below 0.6 ppm (parts per million). The
minimum level for effective chlorine or bromine residual is 1.4 ppm.

pH - The term pH refers to the acid/alkaline balance of water expressed on a numerical scale from 0 to 14. A test kit for measuring
pH balance of your pool water is available from your local pool supply store; see Table 6.

Muriatic Acid has a pH of about 0. Pure water is 7 (neutral). Weak Lye solution have a pH of 13-14.
RULE: 7.4 to 7.6 is a desirable pH range. It is essential to maintain correct pH, see Table 6.

If pH becomes too high (over alkaline), it has these effects:

1. Greatly lowers the ability of chlorine to destroy bacteria and algae.

2. Water becomes cloudy.

3. There is more danger of scale formation on the plaster or in the heat exchanger tubing.

4. Filter elements may become blocked.

If pH is too low (over acid) the following conditions may occur:

1. Excessive eye burn or skin irritation.

2. Etching of the plaster.

3. Corrosion of metal fixtures in the filtration and recirculation system, which may create brown, blue, green, or sometimes almost

black stains on the plaster.
4. Corrosion of copper tubes in the heater, which may cause leaks.

5. If you have a sand and gravel filter, the alum used as a filter aid may dissolve and pass through the filter.
CAUTION: Do not test for pH when the chlorine residual is 3.0 ppm or higher, or bromine residual is
6.0 ppm or higher. See your local pool supply store for help in properly balancing your water chemistry.

RULE: Chemicals that are acid lower pH. Chemicals that are alkaline raise pH.
ALKALINITY High or Low:

“Total alkalinity” is a measurement of the total amount of alkaline chemicals in the water, and control pH to a great degree. (It is
not the same as pH which refers merely to the relative alkalinity/acidity balance.) Your pool water’s total alkalinity should be 100 -
140 ppm to permit easier pH control.

Actotal alkalinity test is simple to perform with a reliable test kit. You will need to test about once a week and make proper adjustments
until alkalinity is in the proper range. Then, test only once every month or so to be sure it is being maintained. See your local pool

dealer for help in properly balancing the water chemistry.

WATER CHEMISTRY PARAMETERS

Disinfectant levels Minimum Ideal Maximum

Free Chlorine, ppm 1.0 2.0-4.0 5.0
Combined Chlorine, ppm None None 0.2
Bromine, ppm 2.0 4-6 10.0

Other Sanitizers Levels not established. Consult local health department before use.
Chemical Values

pH 7.2 7.4-7.6 7.8

Total Alkalinity (Buffering), ppm 60 80-100 180

as CaCO3

Salt 2000 3200 5000%*

Total Dissolved Solids, ppm N/A N/A 1,500 ppm > TDS at startup*
Calcium Hardness, ppm, as CaCO3 150 200-400 500-1,000
Heavy Metals None None None
Biological Values

Algae None None None
Bacteria None None Refer to Local Code

Table 6. Note: Failure to adhere to the listed water chemistry parameters may result in premature failure of the heat
exchanger and will void the warranty. *Start-up TDS includes source water TDS and any other inorganic salt added at
start-up.
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Section 5: Replacement Parts

Forcomplete
BurnerSystem

pars breakdown
(KeyNos .5 through)
See Page 37
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seePage 38

Repair Parts are available from your Pentair dealer
or call Customer Support at 1-800-831-7133 US.
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REPLACEMENT PARTS
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REPLACEMENT PARTS

REPAIR PARTS — BURNER SYSTEM

Model

Key Part MT125 NA
No. Description Qty. MT125 LP
1 Combination Gas Control Valve Kit 1 4741332
2 3/4" Union 2 38404-4097S
3 Gas Orifice 1
4 Gas Orifice O-Ring 1
. Gas Orifice Kit — NG (Incl. Key Nos. 3 and 4)** 1 475131
. Gas Orifice Kit — Propane (Incl. Key Nos. 3 and 4)** 1 475132
. NG to Propane Conversion Kit

(Incl. Key Nos. 3 and 4)** 1 475133
. Propane to NG Conversion Kit

(Incl. Key Nos. 3 and 4)** 1 475134
5 Air Blower Kit 1 4741042
. Air Orifice Kit (Includes Key Nod. 6 and 7) 1 475138
6 Air Orifice Kit
7 Air Orifice Grill
i Blower/Adapter Plate Gasket Kit

(Includes Key Nos. 8, 9, 10, 12) 1 77707-0011
. Flameholder Kit (Includes

Key Nos. 10, 11, 12, 13) 1 474994
8 Blower/Adapter Plate Gasket 1
9 Blower Adapter Plate 1
10 Flameholder/Adapter Plate Gasket 1
1 Flameholder Assembly 1
12 Flameholder/Combustion Chamber Gasket* 1
13 Flameholder Insulation Cap 1
. Flameholder Insert 1
14 Combustion Chamber Gasket Kit 1 474952
15 One Piece Metal Chamber/Combustion Chamber

Assembly (9-bolt) 1 474990
. Insulation Kit (Includes Key No.13,16,17,18,19) 1 77707-0008
16 Bottom Outer Insulation Blanket* 1
17 1" Bottom Inner Insulation 1
18 1" Top Insulation 1
19 Top Outer Insulation Blanket* 1
. Lower Enclosure Insulation 1 42001-0074S
20 One Piece Metal Elbow/Combustion Chamber 1

Cover Assembly (9-bolt) 1 474958
21 Metal Vent Cover 1 42002-0005S
22 Heater Top 1 42002-0034Z
23 Side Panel {Service Panel} 1 474991
24 Side Panel {Manifold} 1 474992
25 Heater Bottom 1 42002-0031Z
26 Side Panel {Flue Stack} 1 474993
27 J-Box Cover 1 42002-0041Z
28 Screws/Clips Kit, Panel (8 ea. clips & 8 ea. screws) 1 474292
. Combustion Air Intake Duct Connection Kit 1 CALL

*

Not available separately.
**Not included with heater. Order separately.
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REPLACEMENT PARTS

REPAIR PARTS — WATER SYSTEM

Model
I:ley 5 Pa_rtt_ MT125 NA
o. escription aty. MT125 LP
1 Tube Sheet Coil Assembly Kit (HD Cupro-nickle) NA, LP 1 475180
(Includes Key No.3)
2 Manifold Kit (Includes Key Nos. 3-11. Key No.12 and 13 not included.
Key Nos. 5-7 in “Electrical System”, Page 53 475148
Coil/Tubesheet Sealing O-Ring Kit 474973

3

4 Manifold Bottom Plate (*)
5 Manifold O-Ring (*)

6 Manifold Baffle Plate (*)
7

8

9

42001-0060S

Manifold Bypass Valve (*)
Water Pressure Switch

- O O A A A A A A g oA

Manifold (*) -
10 5/16" Washer, Stainless Steel (*) -
11 5/16x18x2-3/4" Hex Cap screw (*) -
12 Thermal Regulator 474989
13 Pressure Relief Valve (Recommended -
(Purchase Separately) 1 4737152
14 1-1/2” Union Kit 1 474974

(*) Not available separately
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REPLACEMENT PARTS

REPAIR PARTS — ELECTRICAL SYSTEM

I:l? Desci?prtion Qty. Model 125 (NA/LP)
1 Heater Display Cover 1 42002-0035Z
2 Igniter Bracket 1 42001-0030S
3 Igniter/Igniter Gasket Kit Incl. Key Nos. 3 and 4) 1 77707-0054
4 Igniter Gasket 1 42001-0066S
5 Automatic Gas Shutoff Switch (AGS) - Yellow 1 4743687
6 High Limit Switch (55°C) - Green 1 4743697
7 Thermistor 1 42001-0053S
7a Inlet Temperature Control Switch (45°C) - Red 1 475147Z
8 Terminal Board 1 42001-0056S
9 Fireman’s Switch Fuse (1.25A, 1-1/4") 1 32850-0099
10 Ignition Control Module 1 474103Z
11 Transformer, 120/240V 1 42001-0107S
12 Air Flow Switch 1 42001-0061S
13 Control Board Kit (NA, LP Series) 1 42002-0007S

. Heater Wiring Harness - 120/240V 1 474163Z
. 120/240 Volt Plug Kit 1 42001-0105S
14 Heater, Top 1 42002-0034Z

15 Membrane Pad (NA, LP Series) 1 472610Z

16 Stack Flue Sensor 1 42002-0024S

. N ot available separately.

*  Kit parts not available separately.
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SAVE THESE INSTRUCTIONS

3 PENTAIR

Pentair Water Pool and Spa, Inc. EMEA - Head Office: Industriepark, Wolfstee, Toekomstlaan 30, 2200 Herentals - Belgium.

Pentair Aquatic Systems USA:
1620 Hawkins Ave., Sanford, NC 27330 - USA  (800) 831-7133 or (919) 566-8000
10951 West Los Angeles Ave., Moorpark, CA 93021 - USA e Customer Support: (800) 831-7133 or (805) 553-5000
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All Pentair trademarks and logos are owned by Pentair or by one of its global affiliates. Pentair Aquatic Systems®, MasterTemp™,
IntelliTouch™, EasyTouch™, are trademarks and/or registered trademarks of Pentair Water Pool and Spa, Inc. and/or its affiliated
companies in the United States and/ or other countries. Unless expressly noted, names and brands of third parties that may be used
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Water Pool and Spa, Inc. Those names and brands may be the trademarks or registered trademarks of those third parties. Because
we are continuously improving our products and services, Pentair reserves the right to change specifications without prior notice.
Pentair is an equal opportunity employer.
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